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1.1 Background 

The City of Lloydminster is centered along the Trans-Canada Highway (Highway 16) and straddles 

the Alberta/Saskatchewan interprovincial border along Highway 17. As an economic centre along 

major highways, the City attracts, and is impacted by, the movement and transport of goods and 

dangerous goods. Both goods and dangerous goods pass through the City to/from many places both 

east and west of Lloydminster as well as being destined to and generated from sites within the City 

limits and in neighbouring municipalities. The Cityôs current Traffic Bylaw (09-2018) which came into 

effect on January 1, 2019 outlines the existing truck routes and dangerous goods routes as well as 

the penalties to both persons and corporations for non-compliance.  

 

The City has expressed concern over the movement of dangerous goods through the heart of the City 

along the major highways and has explored options to alter the truck routes and dangerous good 

routes. A June 2017 report presented to the Governance and Priorities committee offered options for 

the alteration and amendment of the truck routes and the dangerous goods routes. The report 

proposed adding truck routes within the City along with some deletions, but also proposed rerouting 

dangerous goods traffic around the periphery of the City. At that time City Council recognized that 

changes to the truck routes and dangerous goods routes would require a lot of discussion between 

the City and stakeholders. 

 

1.2 Project Purpose 

The purpose of this project was to further review and refine options for alternate truck routes and 

dangerous goods routes within the City of Lloydminster and to consult with industry (including 

agriculture, heavy oil and gas, and manufacturing), emergency services (including the fire 

department, RCMP and bylaw enforcement), carriers, local business owners, other community 

stakeholders, and the general public. In addition to route option development the project provided a 

comprehensive signage plan and cost estimate associated with the signage plan. 

 

1.3 Study Methodology 

This study followed a six step process to identify and review the need for, location, placement and 

evaluation of both truck routes and dangerous goods routes within the City of Lloydminster. The 

general methodology for the project is shown below as: 

¶ Gather and review background conditions documentation and information 

¶ Creation of an evaluation framework 

¶ Development of route options 

¶ Gather feedback from key stakeholders and the public 

¶ Comparative analysis of route options 

¶ Selection of recommended routes 
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Information was collected from the City of Lloydminster, other municipalities, Alberta Transportation 

and the Saskatchewan government to gather more information on truck routes and dangerous goods 

routes. All of the information collected was grouped into four reviews: data review, jurisdiction review, 

current trends review, and a network review. The information found in these reviews is summarized in 

the sections below.  

 

2.1 Legislature and Data Review 

A desktop background review was conducted to gain a better understanding of the context of existing 

dangerous goods routes and truck routes. It was important to understand the Cityôs current policies 

and practices in order to determine how potential dangerous goods routes and truck routes could 

benefit the City. Documents received from the City and found online were reviewed and relevant 

information for this project was summarized and noted.   

 

Data Sources 

Below is a list of the data that was received from the City and reviewed. Online information reviewed 

included Provincial Acts, Federal Acts, and municipal plans.  

¶ Road Matrix ï City of Lloydminster Roadways 

¶ City of Lloydminster Traffic Report 2018 

¶ Bylaw 09-2018 

¶ Bylaw 002-1995 

 

Policy Context 

As a border City, there are Acts and Regulations, from both provinces that allow Lloydminster to 

create bylaws and policies for highways within their jurisdiction to ensure the safety of road users and 

maintenance of roadways while providing guidance on, but not limited to, traffic monitoring, violation 

penalties, and snow/ice removal. 

 

2.1.1 Municipal Policies and Plans  

The municipal policies and plans that the City of Lloydminster has published were reviewed to 

determine what information about dangerous goods routes and truck routes was available. 

 

Municipal Development Plan 

The Municipal Development Plan (MDP) was created to provide guidance over a 20 year planning 

time frame on the City of Lloydminsterôs growth and development. Policy 13.1.5 in the MDP stated 

that the City of Lloydminster ñshould establish a Dangerous Goods Routesò (p. 105) but does not 

specify where the routes should be located within the City. Public engagement was completed as part 

of the MDP and the stakeholders and public expressed a desire to ñre-route industrial operation 

trucks outside of the City since truck traffic along Highway 16 is creating significant issuesò (p.22).  
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Official Community Plan 

The Official Community Plan (OCP) was created for the City of Lloydminster, the Rural Municipality of 

Wilton No. 472, and the Rural Municipality of Britannia No. 502. The Official Community plan was 

reviewed, and it contained no information about truck routes or dangerous goods routes. The OCP 

focuses on land use planning in the area for future developments.  

 

Transportation Master Plan 

The Transportation Master Plan (TMP) was completed in 2016 and provided clear information on 

when transportation infrastructure should be improved and how the improvements should be 

prioritized. While the TMP does not list proposed dangerous goods routes, it does list guidelines for 

selecting routes which are as follows: 

¶ Select routes that avoid large numbers of people. 

¶ Select routes where buildings and people are well set-back from the road. 

¶ Consider restrictions based on time of day.  

 

The TMP also noted that a strong arterial grid is important for a long range network. A strong arterial 

grid network would provide trucks containing dangerous goods with alternative route options that 

avoid the downtown core or other sensitive areas. The City noted in the background information that 

52 Street (between 62 Avenue and 75 Avenue) and 25 Street (between 47 Avenue and 40 Avenue) 

would be completed within the next three to five years and should be included for consideration as 

part of the network review. 

 

Truck routes were reviewed as part of the TMP where it was noted that the current truck routes were 

selected for their pavement structure, turning radius, and reduced noise levels. The TMP suggests 

that the downtown routes remain truck routes and that parallel routes on either side of the downtown 

core be created for both Highway 16 and 17. The additional routes would provide trucks with an 

alternative route and relieve some of the downtown truck volumes.  

 

During the public engagement portion of the TMP people provided comments with their concerns 

regarding goods movement on specific roadways. Many indicated there was too much truck traffic on 

Highway 16 and Highway 17. Some comments indicated that 40 Avenue should be considered a 

future truck route and that 75 Avenue could be considered a future truck route. Additionally, the public 

engagement found that dangerous goods routes were one of the main concerns the public and 

private sector had with transportation in Lloydminster. 

 

Land Use District and Overlay Map 

The City of Lloydminster is divided into 4 quadrants by 44 Street and 50 Avenue which run east/west 

and north/south respectively. Both roadways have segments with commercial use that require 

deliveries from trucks and potentially dangerous goods. The commercial area along for 44 Street is 

concentrated from the West City limits to 50 Avenue and a small portion continuing from 50 Avenue 

to 40 Avenue. The commercial area along 50 Avenue is located between 12 Street and 52 Street. 

The northern half, and more specifically the northwest portion, of the City is where the majority of the 

industrial sector is located. The downtown core of the City of Lloydminster is located between 52 

Avenue and 48 Avenue and 44 Street and 52 Street. 
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2.1.2 Municipal Bylaws  

Two municipal bylaws were reviewed for the information on the City of Lloydminsterôs current 

dangerous goods routes and truck routes. 

 

Bylaw 09-2018 ï City of Lloydminster Traffic Bylaw 

The City of Lloydminster Traffic Bylaw stated that all dangerous goods shall be transported on a 

dangerous goods route unless an off-route permit was authorized. The Fire Chief may issue the off-

route permits if the delivery on the proposed route can be conducted safely. The bylaw noted that the 

drivers of dangerous goods that originate or are destined outside the City shall take the shortest 

combination of dangerous goods routes through the City. Additionally, all drivers shall remain on a 

dangerous goods route at all times, except as permitted under the bylaw. The dangerous goods 

routes are listed as 44 Street (Highway 16) and 50 Avenue (Highway 17). Any truck or truck and 

trailer with a combined maximum gross weight over 7,500 kilograms or longer than 11 meters in 

length needs to use a truck route. Loading and unloading may be done off the truck route given that 

the shortest distance to and from the truck route is used.  

 

Bylaw 002-1995 ï Transportation Systems Bylaw  

The Transportation Systems Bylaw provided a list of truck routes and future truck routes in the City of 

Lloydminster. It is important to note that the routes listed in Bylaw 002-1995 differ from the ones listed 

in Bylaw 09-2018. The future truck routes listed in the Transportation Systems Bylaw are 52 Street 

from 63 Avenue to 75 Avenue and 25 Street from 40 Avenue to 50 Avenue which the City has noted 

as will be completed within the next three to five years.  

 

2.1.3 Existing Truck Routes and Dangerous Goods Routes Networks  

Maps of the existing truck routes and dangerous goods routes were created to visually represent the 

routes throughout the City. The maps also illustrated sensitive areas and major industrial areas which 

provided some clarity as to how the existing dangerous goods route and truck route network 

functions. 
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Figure 2.1 below is a map of the existing truck routes in the City of Lloydminster based on Bylaw 09-

2018. 

 

 

Figure 2.1: Existing Truck Routes in the City of Lloydminster 
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Figure 2.2 below shows a map of the existing Dangerous Goods Routes through the City of 

Lloydminster based on Bylaw 09-2018. 

 

 

Figure 2.2: Existing Dangerous Goods Routes in the City of Lloydminster 

 

In 2017 the City of Lloydminster proposed changes to their dangerous goods routes and truck routes. 

The proposed routes were taken to City Council where direction was provided that meaningful public 

engagement needed to be completed as part of the proposed changes. Public engagement was 

thusly an integral part of this project which informed the creation of route options and 

recommendations. 
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2.1.4 Surrounding County and RM Policies  

As a City on the Trans-Canada Highway and a regional centre, the City of Lloydminster is host to 

many pass through trips for truck and dangerous goods that are not destined to locations within 

Lloydminster. In order to understand how Lloydminster connects existing routes to the region, policies 

from all three neighbouring Rural Municipalities were reviewed to determine if there were any major 

truck and/or dangerous goods routes, or generators, in the area. 

 

County of Vermillion MDP and TMP 

The County of Vermilion MDP stated an objective of having cost-effective transportation and 

infrastructure. Policy 5.6.2.b under that objective was to reduce and mitigate conflicts between 

transportation, communications or utility facilities and other land uses and noted to consider 

establishing a dangerous goods route. However, the route should be established when the quantities 

of dangerous goods being transported pose a significant hazard to the travelling public. Policy 5.6.3.g 

in the MDP noted heavy trucks and explained that heavy trucks ñwill be directed to those roads that 

are designed and constructed to accommodate such developmentò (p.57).  

 

A TMP for the County of Vermilion River was completed in February 2017. The TMP stated that truck 

routes should be monitored for adequate gravel and ensure trucks stay on the proper truck routes. 

There was no specific information about the establishment of truck routes and dangerous goods 

routes in the TMP. 

 

Lloydminster Planning District Commission (RM Britannia 502 and RM Wilton 472) 

The Lloydminster Planning District Commission is a joint committee with the City of Lloydminster, the 

Rural Municipality of Britannia No. 502 and the Rural Municipality of Wilton No. 472. The purpose of 

the Planning District is to allow the three municipalities to coordinate their growth and development. 

The Lloydminster Planning District Zoning Bylaw is more focused on development permits and 

regulations related to construction and contains no information specific to truck routes and dangerous 

goods routes. 

 

2.1.5 Provincial Acts  

The City of Lloydminster must adhere to the Provincial Acts from both Alberta and Saskatchewan as 

it is located along and across the interprovincial boarder. As such, the Acts from both provinces were 

reviewed as municipalities may make bylaws for highways under their direction, control, and 

management as long as they were consistent with the Acts. 

 

Alberta Traffic Safety Act  

The Alberta Traffic Safety Act promotes safety on provincial highways. Within the Act it is stated that 

municipalities may make bylaws restricting the weight of a truck and/or truck and trailer to a weight 

that is less than the weight noted in the Act. 

 

Saskatchewan Traffic Safety Act  

The Saskatchewan Traffic Safety Act was reviewed and contains no specific information on truck 

routes or dangerous goods routes. 
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Alberta Dangerous Goods Transportation and Handling Act  

The Alberta Dangerous Goods Transportation and Handling Act sets safety standards and shipping 

requirements for dangerous goods. The Act allows municipalities to create their own bylaws. It notes 

that in doing so, municipalities have the opportunity to designate routes and time of travel for 

dangerous goods routes, prohibit dangerous goods from being transported on highways specified in 

the bylaw, and can specify restrictions and conditions to ensure the safe transportation of dangerous 

goods. Additionally, the Lieutenant Governor in Council may make regulations about the route and 

time of travel for transporting dangerous goods. 

 

Saskatchewan Highways and Transportation Act 1997  

The 1997 Highways and Transportation Act lists the requirements in regard to the appropriate use of 

the highways within the province. The Act stated that the Province can prohibit or restrict trucks on 

any part of a provincial highway. The gross weight of the vehicle, type/ configuration of the vehicle, or 

simply the vehicle itself can be prohibited from using the highway as a truck route. The gross weight 

that can be transmitted to the roadway through points of contact can also cause restrictions from the 

province. The province can designate another public highway as a truck route. The province can only 

designate a public highway that is under the direction, control or management of a municipality as a 

truck route if that municipality agrees. If any changes are made to the Act a notice of change will be 

published. 

 

Alberta Dangerous Guidelines for the Establishment of Dangerous Goods Routes in Alberta 

Municipalities  

This Act lists the steps to create an appropriate bylaw for dangerous goods. To start, the Municipality 

should determine what quantities and commodities are going to be considered dangerous goods. 

Once it is clear what is considered a dangerous good, the where, why, and when the goods are being 

transported will need to be established. Another important item to note is what dangerous goods are 

originating, destined, and passing through the municipality when creating the bylaw. Provincial 

highways must remain dangerous goods routes unless it can be shown that in the interest of public or 

environmental safety a different route should be used. Restrictions on time of day could be used to 

reduce dangerous goods moving through areas with large numbers of people. Parking can be dealt 

with by having vehicle storage locations or specifying a required minimum distance from residences. 

It may be useful to have a well-designed awareness program to give industry and businesses a better 

idea of how the bylaws work / where the routes are. 

 

Saskatchewan Dangerous Goods Transportation Act  

The Saskatchewan Dangerous Goods Transportation Act was reviewed and provides information on 

the penalties and requirements for carriers to transport dangerous goods. No specific information was 

found on dangerous goods routes. 

 

2.1.6 Oversized Guidelines  

Trucks can transport goods and dangerous goods that are over the regular dimensions allowed as 

per provincial Acts and are considered oversized. A permit is usually required when trucks are 

oversized. Below is the information found from both provinces on their oversized guidelines. 
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Alberta (TRAVIS)  

The province of Alberta uses an automated online permit system called TRAVIS for their overweight 

and over dimensional loads. Oversized and overweight loads are required to obtain permits for the 

proposed route of travel on provincial and municipal highways around Alberta. TRAVIS has a 

subsystem called TRAVIS MJ that allows municipalities to approve permits in their area. The TRAVIS 

MJ system helps in reducing the inconsistencies and inefficiencies in regulations around the 

movement of oversized and overweight loads. The City of Lloydminster could specify roadways 

where oversized and overweight loads are permitted. 

 

Saskatchewan 

As per the Highways and Transportation Act, 1997, if a vehicle intends to go on a public road a permit 

is required if that vehicle exceeds the prescribed or ordered weight. The operator of the permitted 

vehicle is allowed to use any reasonable alternate route that is necessary to avoid an obstruction. 

The province of Saskatchewan does allow municipalities grant permits under section 36.1(1). The fee 

set by the council of the municipalities for a permit cannot exceed the amount determined by the 

Province. 

 

2.1.7 Federal Acts  

While the City of Lloydminster is located along a provincial boarder and must comply with the Acts 

from both provinces, it is important to also consider the Federal Acts as well. Two Federal Acts that 

provided information on dangerous goods routes or truck routes were reviewed.  

 

Transportation of Dangerous Goods Act  

The Canadian Government has the Transportation of Dangerous Goods Act, 1992 which ñpromotes 

public safety in the transportation of dangerous goodsò (https://www.tc.gc.ca/eng/acts-

regulations/acts-1992c34.htm). The document was reviewed and no specific information regarding 

route selection was found. Transport Canada has agreements with individual provinces and territories 

to administer the Federal Transportation of Dangerous Goods Act.  

 

Railway Safety Act 

The Railway Safety Act was created to ensure railways were operated safely. In reviewing the 

document it was found to contain no references to dangerous goods route or truck routes. 

 

2.1.8 Key Summary Items  

The two bylaws from the City of Lloydminster list different truck route networks and contain conflicting 

information on a segment that is a dangerous goods route but not a truck route. These discrepancies 

were noted by the City as causing confusion for the public as well as trucks trying to obey the laws. 

 

The City of Lloydminster must ensure that they adhere to all Alberta and Saskatchewan Acts when 

establishing their dangerous goods routes and truck routes. The Provincial Acts that were reviewed 

and all stated that municipalities are able to make bylaws and policies about the highways that are in 

their jurisdiction. 
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2.2 Jurisdiction Review 

The City of Lloydminster was seeking to understand how other comparable cities of similar size and 

configuration around highways identify and address their truck routes and dangerous goods routes. 

The jurisdiction review component of the project was used to gain an understanding of the truck and 

dangerous goods routes of eight different comparable cities identified by the City. The review began 

by searching the publicly available information on the citiesô websites.  

 

Based on population size and geographic location around major highways in Alberta and 

Saskatchewan, the following cities were identified by the City for review:  

¶ Grande Prairie 

¶ Regional Municipality of Wood Buffalo 

¶ Medicine Hat 

¶ Camrose 

¶ Red Deer 

¶ Fort Saskatchewan  

¶ Moose Jaw 

¶ Yorkton 

 

2.2.1 Documents Reviewed  

To initiate the jurisdiction review, a desktop study was completed by reviewing the publicly available 

documents from each of the cities. The focus of the review was on relevant plans, policy and bylaws 

that addressed or spoke to the inclusion, and or management of either truck routes or dangerous 

goods routes. The documents available from each city are listed below and the relevant information 

summarized. 

 

Grande Prairie  

Transportation Master Plan (2009) 

The Transportation Master Plan (2009) (TMP) for the City of Grande Prairie included a goods 

movement review as part of that plan. Within the TMP the dangerous goods routes follow the existing 

Provincial Highway network in the city (except for Highway 760). In addition, 84 Avenue and 116 

Street are also listed as dangerous goods routes due to their location around the industrial area on 

the west side of the city. The TMP recommends that 116 Street from 84 Avenue to the north city limits 

be an additional dangerous goods route because it connects the industrial areas south of 100 Avenue 

to the Highway 43 bypass.  

 

The existing truck routes within the city were found to provide more coverage of the city but do not 

use every arterial roadway. The TMP lists 116 Street from 84 Avenue to the north city limits, and 84 

Street from the south city limits to the north city limits as additional truck routes that should be added 

to the network. Over-dimensional vehicles were also reviewed as part of the goods movement review. 

The TMP notes that the City requested over-weight and over-dimensional loads use Highway 43 

eastbound to 116 Street and 116 Street southbound to the City limits.  
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Bylaw C-1166 ï The Traffic Bylaw 

The Bylaw stated that any trucks and/or trucks and trailers over 11,794 kgs maximum gross weight or 

over 8 meters long shall use a truck route. All dangerous goods that are transported through the city 

of Grande Prairie must use a designated dangerous goods route. Any truck and/or truck and trailer 

transporting dangerous goods is not permitted to park or stop within fifteen meters of an above 

ground electrical transmission line. 

 

The City of Grande Prairie Open Data Catalogue 

The City of Grande Prairie has an open data catalogue that contains maps of the existing truck routes 

and dangerous goods routes within the city limits. Figures 2.3 and 2.4 below contain the maps of the 

existing truck routes and dangerous goods routes from the open data catalogue. 

 

 

Figure 2.3: Truck Routes in Grande Prairie (from Grande Prairie Open Data Catalogue, retrieved 
August 2019) 
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Figure 2.4: Dangerous Goods Routes in Grande Prairie (from Grande Prairie Open Data Catalogue, 
retrieved, August 2019) 

 

Regional Municipality of Wood Buffalo  

Regional Municipality of Wood Buffalo Roads and Transportation Bylaw 

The Roads and Transportation Bylaw lists Tolen Drive from the traffic circle to King Street and King 

Street from Tolen Drive to Clearwater River as the dangerous goods route. Schedule 2 of the Roads 

and Transportation Bylaw lists all the truck routes in the Regional Municipality of Wood Buffalo. 

Operators are to use the most direct and practicable route between the location concerned and the 

nearest truck route. Permits are required for any hauling on roadways that are not listed as truck 

routes. 

 

Transportation Master Plan 

The Transportation Master Plan was reviewed and provided no additional information on truck routes 

and dangerous goods routes. 

 

Medicine Hat  

City of Medicine Hat Municipal Works Website 

The City of Medicine Hat considers trucks and/or trucks and trailers over gross weight of 6,500 kgs or 

longer than 11 meters in length as heavy trucks, as per the website. The network of truck routes in 

Medicine Hat has some restricted heavy truck routes which are restricted to the hours of 07:00 to 

23:00. Over dimensional loads are considered vehicles that are greater than 2.60 meters in width, 

4.15 meters in height, and 23 meters in length. Medicine Hat uses TRAVIS permits for over 
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dimensional loads. All of this information can also be found in Bylaw 4346, the Public Roads Bylaw. 

Figure 2.5 below shows a map of the heavy truck routes within the City of Medicine Hat. 

 

 

Figure 2.5: Heavy Truck Routes in Medicine Hat (from www.medicinehat.ca, updated 2017) 

http://www.medicinehat.ca/
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Bylaw 2759 ï The Transportation of Dangerous Goods 

This Bylaw noted that restricted dangerous goods routes can only be used if the vehicle (including 

trailer or other form of payload) has less than six axles, is transporting a dangerous good listed in 

Schedule B, and must occur between 10:00 p.m. and 7:00 a.m. the following day. Permits are 

required for use of roadways other than dangerous goods routes, and the Fire Chief may issue the 

permits. The Bylaw states that vehicles transporting dangerous goods that stop within the City must 

stop at a designated dangerous goods vehicle storage area. 

 

Figure 2.6 below is the map of dangerous goods routes in Medicine Hat as per Bylaw 2759. The 

bylaw also contains a list of roadways that are considered dangerous goods routes. As noted in the 

Bylaw, if there are discrepancies between the map and the text, the text governs. In the review it was 

noted that the City of Medicine Hat website provided information on their dangerous goods routes in 

an easy to access and comprehensible manner.  

 

 

Figure 2.6: Dangerous Goods Routes in Medicine Hat (from Bylaw 2759, the Transportation of 
Dangerous Goods Bylaw, 2016 

 

Roadway Systems Master Plan Road Network Plan Update 

The City of Medicine Hat Roadway Systems Master Plan Road Network Plan Update from April 2013 

was reviewed and contained no relevant information. 
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Camrose  

Bylaw 2966-17 ï The Traffic Bylaw 

The Traffic Bylaw defines a heavy vehicle as a truck and/or truck and trailer with a maximum gross 

vehicle weight of 4,500kg or longer than 10.7 meters in length. Similar to other cities with truck routes, 

heavy vehicles require a permit to use roads that are not designated as truck routes. The Bylaw noted 

that the General Manager of Infrastructure and Planning may issue off-route permits. If the deliveries 

are to a residential area, they should be done between the hours of 7:00 a.m. and 11:00 p.m. Bylaw 

2966-17 noted that overweight vehicles are to only use 48 Avenue (Highway 13), 68 Street and 

Camrose Drive (Provincial Highway 13A) or the Camrose Industrial Zone within the City and are 

required to obtain an overweight permit from the City. The General Manager of Infrastructure and 

Planning may issue overweight permits. The Bylaw separates over dimensioned vehicles into over-

width and over-height/over-length categories and describes what roads each category can use. Over-

width vehicles can use 48 Avenue (Provincial Highway 13) or within the Camrose Industrial Zone. 

Over-height/over-length vehicles shall use 68 Street and Camrose Drive (Provincial Highway 13A) or 

within the Camrose Industrial Zone. Figure 2.7 below shows a map of the City of Camrose Truck 

Routes. 
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Figure 2.7: City of Camrose Truck Routes (from the City of Camrose Truck Route Map, January 30, 
2014) 

 

  



    

 

 islengineering.com 

April 2020 

 

Dangerous Goods Route and Truck Routes Establishment 

City of Lloydminster 

FINAL REPORT 

19 

 

Bylaw 2963-17 ï Dangerous Goods Bylaw 

The City of Camrose also has Bylaw 2963-17, their Dangerous Goods Bylaw. This Bylaw notes the 

Camrose Fire Department as the issuing party for off route permits for dangerous goods 

transportation. One of the policies listed in the Bylaw is that no vehicles with a length of more than 

19.8 meters is permitted to unload dangerous goods at a service station. Figure 2.8 below is a map of 

the City of Camrose Dangerous Goods Routes.  

 

 

Figure 2.8: City of Camrose Dangerous Goods Routes (from Schedule A of the Dangerous Goods 
Bylaw, 2018) 
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Red Deer  

Bylaw 3186/97 ï Traffic Bylaw 

The City of Red Deer established Bylaw 3186/97, the Traffic Bylaw, which defines a heavy vehicle as 

a truck and/or truck and trailer with or without a load that has more than 2 axils, is longer than 11 

meters long, or has a licensed gross weight of 7,500kg. Additionally, oversized loads or oversized 

vehicles are defined as trucks and/or trucks and trailers that are over the dimensions specified in the 

Alberta Traffic Safety Act or exceeds a length of 23 meters, height of 4.15 m and a width of 2.6 

meters. The City of Red Deer has a high and wide load corridor which vehicles exceeding 27.7 

meters in length, 5.4 meters in height, 4.45 meters in width, and 90,000kg in weight must use. The 

City Engineer may issue a move approval permit to change the route of oversized vehicles to a 

roadway other than the high and wide corridor, provided that the move can be made safely and does 

not damage any municipal infrastructure.  

 

Trucks are to use the specified truck routes within the City unless they fall under the exemptions in 

section 64 and 66 of the Traffic Bylaw. Figure 2.9 below is a map of the truck routes in the City of Red 

Deer. 
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Figure 2.9: Truck Routes in the City of Red Deer (from www.reddeer.ca, updated November 2017) 

 

Bylaw 3152/95 ï Dangerous Goods Route Bylaw 

The City of Red Deer also has Bylaw 3152/95 the Dangerous Goods Route Bylaw. Similar to other 

cities, all dangerous goods must be transported on designated dangerous goods routes and the Fire 

Chief may issue off-route permits as required. The City has identified ñsupplemental routesò within the 

City that are local access routes where an off-route permit is not required, but there is no parking or 

stopping along the supplemental routes. If dangerous goods are passing through the City the truck 

and/or truck and trailer are to use the shortest path from entering to exiting the City while staying on a 

designated route. Vehicles transporting dangerous goods are only to stop at permitted storage 

locations within the City, and if a repair is required and the vehicle is unable to stop or park at a 

http://www.reddeer.ca/
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storage location a permit is required from the Emergency Services Department which authorizes the 

repair of the vehicle at the specific location. Figure 2.10 below is a map of the Dangerous Goods 

Routes and Supplemental Routes in the City of Red Deer. 

 

 

Figure 2.10: City of Red Deer Dangerous Goods Routes (from www.reddeer.ca, updated June 2002) 

 

  

http://www.reddeer.ca/
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Fort Saskatchewan  

Bylaw C7-08 ï Dangerous Goods Bylaw 

Bylaw C7-08, the Dangerous Goods Bylaw stated that all transportation of dangerous goods shall be 

on a designated Dangerous Goods Route. Off-route permits are authorized by the Director of 

Protective Services and are required before the goods can be transported on non-designated 

roadways. Additionally, the Bylaw noted that trucks and/or trucks and trailers are only allowed to stop 

at designated vehicle storage locations.  

 

Bylaw C4-09 ï Traffic Bylaw 

The City of Fort Saskatchewanôs Traffic Bylaw C4-09 noted that the City Manager has the authority to 

ñdesignate Highways as dangerous goods routes, prohibited dangerous goods routes, Truck Routes, 

or snow routes or any combination thereof,ò (p.35). All highways which have been designated as 

truck routes can be found in Schedule B of the Bylaw. Schedule B shows Highway 21 and Highway 

15 as the designated truck routes within the City. 

 

Transportation Master Plan 

The May 2018 Transportation Master Plan for the City of Fort Saskatchewan was reviewed, and no 

additional information was found on the dangerous goods routes or truck routes.  

 

Moose Jaw  

Bylaw 5556 ï Traffic Bylaw 

The City of Moose Jaw passed Bylaw 5556, the Traffic Bylaw, in 2018. The Bylaw contains maps of 

the truck routes and dangerous goods routes in and around the City. As per the Bylaw, trucks and/or 

trucks and trailers are to stay on the designated truck and/or dangerous goods routes. If there is a 

closure to any of the truck or dangerous goods routes, the City Engineer is authorized to provide an 

alternate route.  

 

City of Moose Jaw Heavy Truck Route and Dangerous Goods Route Pamphlet 

Through background research a supplementary document, an informational pamphlet, was found 

which highlight key bylaws such as the Heavy Vehicle Bylaw and the Dangerous Goods Route Bylaw. 

The pamphlet provides easy to follow information from both the Dangerous Goods Bylaw and the 

Heavy Vehicle Bylaw. The pamphlet describes a heavy vehicle as a truck and/or truck and trailer that 

weights 9,000 kg or more and is longer than 10 meters in length. The last comment from the 

Dangerous Goods Bylaw on the pamphlet is that no dangerous goods shall be transported into the 

central business district without the permission of the Fire Chief. The City of Moose Jaw was 

contacted to obtain a copy of the Heavy Vehicle Bylaw and stated that the Heavy Vehicle Bylaw was 

rendered obsolete when the most recent Traffic Bylaw was released.  

 

City of Moose Jaw Maps Webpage 

Figure 2.11 below shows the map of the truck routes, dangerous goods routes, and pickup & delivery 

routes. The map was obtained from the maps section of the City of Moose Jawôs website.  
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Figure 2.11: Truck Routes and Dangerous Goods Routes in Moose Jaw  
(from www.citymj.arcgis.com, retrieved August 2019) 

 

Yorkton  

Bylaw 18/2016 ï The Traffic Bylaw 

Yorktonôs Traffic Bylaw, Bylaw18/2016 noted the following about truck routes and dangerous goods 

routes. Any vehicles that are transporting dangerous goods and require a placard are not allowed to 

use the heavy vehicle training and testing routes (Gladstone Avenue and Smith Street). Any vehicles 

that are displaying a ñDangerous Goodsò placard are not allowed to park within 150 meters of any 

residence, school, or public hall except for if they are loading or unloading. Figure 2.12 below is a 

map of the heavy goods routes and dangerous goods routes in the City of Yorkton. 

 

http://www.citymj.arcgis.com/


    

 

 islengineering.com 

April 2020 

 

Dangerous Goods Route and Truck Routes Establishment 

City of Lloydminster 

FINAL REPORT 

25 

 

 

Figure 2.12: Heavy Vehicle and Dangerous Goods Routes in Yorkton (form Bylaw 18/2016, Traffic 
Bylaw, 2016) 

 

The City of Yorkton considers oversized vehicles as vehicles, including the load, that exceed 2.9 

meters in width, 4.5 meters in height, and the following lengths depending on the vehicle: 

¶ 12.5 meters for a truck or single vehicle 

¶ 23 meters for a tractor and semi-trailer or any other combination of vehicles 

¶ 25 meters for an A train, B train, or C train. 

 

An oversized load transport permit is required for oversized vehicles to operate on any street.  

 

Transportation Master Plan Update 

The City of Yorkton Transportation Master Plan Update (TMP Update) was also reviewed. A 

background review was completed as part of the TMP Update and noted that the provincial highways 

and secondary highways in Yorkton are listed as Dangerous Goods Routes. The TMP Update 

recommended maintaining the highways as the dangerous goods routes in the short term because 

there is no ring road system in Yorkton as alternative routes. However, the TMP Update does 

recommend making changes to the dangerous goods routes in the long term as other potential routes 

are constructed. Specifically, the TMP Update mentioned the West Truck By-Pass and upgrading 

Grain Millers Drive as potential improvements that could change the dangerous goods routes and 

truck routes network. 
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2.2.2 Cities Contacted  

Based off the results of the desktop study, information available and established contacts, seven of 

the eight cities were contacted for more information on their processes and procedures used when 

establishing dangerous goods routes and truck routes. Of the seven cities three provided additional 

information. Below are the summaries of the discussions with each City. 

 

Grande Prairie 

The City of Grande Prairie established their dangerous goods routes based off discussions with 

stakeholders. The Fire Department and the local trucking association were the two stakeholder that 

the City met with. One of the main concerns for the Fire Department was the stopping and parking of 

dangerous goods vehicles. The Fire Department wanted to ensure that if an emergency occurred 

while the vehicle was stopped or parked that the response times would be appropriate. The response 

times played a role in determining where the storage locations would be for vehicles transporting 

dangerous goods. The trucking association was concerned about access for trucks to destinations 

and washrooms. Agreements were made between the City and the stakeholders as to where the 

truck routes would be. No formal criteria or factors were considered as part of the discussions.  

 

Currently the Province of Alberta is building a bypass around the City of Grande Prairie which will 

allow trucks and dangerous goods to be routed around the City. As there are destinations in Grande 

Prairie that require dangerous goods there is still a need for dangerous goods routes within the City. 

However, the City is in the process of amending their bylaws to reflect the addition of the bypass as a 

truck and dangerous goods route. 

 

Red Deer 

The dangerous goods routes have been the historic highway truck routes within the City of Red Deer 

for many years. The additional routes have generally been arterial roadways with no residential 

frontage and there have been no recent request to change the routes. In the future if additional 

roadways are added to the network the dangerous goods routes and truck routes would potentially be 

reviewed. 

 

Yorkton 

The City of Yorkton provided information about the processes and procedures in place for dangerous 

goods routes and truck routes. Similar to other cities the highways are the truck routes and 

dangerous goods routes that have been in place for a long time and the City has not changed any of 

their truck routes and dangerous goods routes recently. 

 

Unique to Yorkton is a designated truck driver training route which is one roadway in the City 

(Gladstone Avenue which turns into Smith Street) that has a maximum weight limit of 34,500kg and 

cannot be used by dangerous goods. 

 

The City of Yorkton has recently appointed a Chief Safety Officer (CSO) who is responsible for the 

enforcement of dangerous goods routes and truck routes. Some feedback that the City of Yorkton 

received continuously was that the routes were difficult to enforce, and this was largely due to a lack 

of signage along the routes. The City is now updating the signage along routes to reduce trucks 

driving on non-designated roadways. The City of Yorkton has decided to focus on the signage on 

truck routes and dangerous goods routes to help with enforcement because they do not have the staff 
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to put a permit system in place for off-route roadway usage. By having the proper signage the CSO 

will be able to give tickets to trucks that are not on the proper roadways.  

 

There is a canola crushing plant located within the City of Yorkton and one just outside the city limits. 

The two plants are a destination for a lot of truck traffic within the City. Due to the large amount of 

agricultural land surrounding Yorkton, a large amount of agricultural goods are transported to and 

through the City to the canola crushing plants. In 2018 the Yorkton Regional Transportation Study for 

the City of Yorkton, Ministry of Highways and Infrastructure, RM of Orkney, and the RM of Wallace 

found Yorkton had more traffic stopping within the City as opposed to traffic passing through. This 

indicated that in the medium to long term a by-pass may be needed. Even though Yorkton is situated 

along Highway 16, the percent of traffic passing through was smaller than the traffic within the City. 

 

2.2.3 Summary  

This jurisdiction review of six cities in Alberta and two in Saskatchewan was completed to help the 

City of Lloydminster understand how other cities of similar size with bisecting highways identify and 

address dangerous goods routes and truck routes. The jurisdiction review also provides the City of 

Lloydminster with guidance on possible options and alternatives that could be used for the truck 

routes and dangerous goods routes within the transportation network. The initial steps were to obtain 

any publicly available documents from the websites of the eight cities and review them for relevant 

information. The documents obtained included bylaws, transportation master plans, and maps. Once 

a base understanding was established for each of the cities, seven of the cities were contacted for 

specific information on the processes and procedures used to establish dangerous goods routes and 

truck routes. 

 

The review noted that each municipality follows the appropriate provincial acts but have the flexibility 

to create truck routes, dangerous goods routes and bylaws that provide specific restrictions and 

guidelines that best fit the Cityôs needs. During the information review, some similarities were 

observed between the cities; however these similarities were not common to all eight cities. The 

similarities included highways being designated as dangerous goods routes, the use of off-route 

permits, and the requirement that deliveries and pickups use the shortest route to and from the 

designated routes. The review also noted that there were differences between the operation of truck 

routes and dangerous goods routes within the cities. Below is a list of the main differences found 

among the cities: 

¶ The person, and or position, designed to authorize an off-route permit 

¶ The description of a heavy vehicle that is required to use a truck route 

¶ The dimensions used to classify an oversized load 

¶ The use of restrictions on truck routes (such as time of day restrictions) 

¶ The use of designated storage areas 

¶ The use of designated industrial areas where all roads are truck routes 

 

2.2.4 Possible Applications for the City of Lloydminster  

Off Route Permitting 

Most of the cities reviewed use a permitting system for vehicles that are not going to be using the 

designated routes. While it was noted that from the review the larger cities authorized permits with 

administrative staff and smaller cities often listed the Fire Chief as the person responsible for 
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approving permits, it is also noted that the staffing size for each city is unique to the designation of 

responsibility is likely due to the availability of resources. It is also noted that each City sough to 

provide balance of having enough designated dangerous goods routes and truck routes to service the 

required areas while not designating every major roadway as a route. It is further noted that having 

fewer designated routes can lead to more off-route permits being requested and therefore strategic 

routes should considered for designation as truck routes and dangerous goods routes based on 

frequency of trucks, adjacent land use and other factors.  

 

Creation of Industrial Areas 

It was noted that Camrose has created a boundary for an industrial area where all roads within the 

area are designated as truck routes. This allows operators to use the most convenient route while 

following the designated routes and bylaws. As the City of Lloydminster also has a large industrial 

sector in the northwest portion of the City the application of this strategy could create a similar 

industrial area as Camrose.  

 

Time Specific Restrictions 

Medicine Hat restricts trucks and/or trucks and trailers on routes that branch off from the Trans-

Canada Highway into residential and mixed-use areas to between 7:00 and 23:00. While the City of 

Lloydminster does not have many truck routes that go through residential areas, but the application of 

time of day restrictions may reduce truck traffic in key areas. 

 

Vehicle Dimension Characteristics 

Each of the eight cities that was reviewed used a different weight and length to define a truck that is 

required to use a truck route. This lack of consistency in vehicle dimension characteristics indicates 

that the City of Lloydminster may assign the weight and length values that define which vehicles must 

use truck routes based on the structure of their roadways and any other locally relevant criteria. 

 

2.3 Current Conditions Review 

This section profiles current trucking patterns in and through the City of Lloydminster and was 

completed by David Kriger Consultants Inc. (DKCI). These patterns aided in the establishment of 

truck routes and dangerous goods (DG) routes in the city. Population and economic growth trends, 

which influence the demand for trucking, are also described. 

 

Sources 

Several sources of data were secured and used for this analysis. These are: 

¶ Census of Canada population trends. 

¶ Gross domestic product (GDP) trends by economic sector, from Statistics Canada. 

¶ City of Lloydminster Traffic Volume Report, providing intersection and mid-block counts at several 

locations in the city. 

¶ Saskatchewan Ministry of Highways and Infrastructure (MHI) truck origin-destination surveys, 

taken at the Marshall weigh station on Highway 16, just east of the city. 

 

The use of these sources is described in the ensuing sections. 
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2.3.1 Population and Economic Trends  

Population Trends 

Population and economic activity (GDP) are key determinants of the demand for travel, for both the 

movement of people and the movement of goods. Table 2.1 compares the populations for the City of 

Lloydminster with those of Alberta and Saskatchewan.  

Table 2.1: Population Trends, 1996 ï 2016 

 Lloydminster (City) Alberta Saskatchewan 
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1996 18,953   2,696,826   990,237   

2001 20,988 10.7%  2,974,807 10.3%  978,933 -1.1%  

2006 24,028 14.5%  3,290,350 10.6%  968,157 -1.1%  

2011 27,804 15.7%  3,645,257 10.8%  1,033,381 6.7%  

2016 31,410 13.0% 2.6% 4,067,175 11.6% 2.1% 1,098,352 6.3% 0.5% 

Source: Census of Population, Statistics Canada (various years). Consultantôs tabulations. 

 

The comparisons are based on the Canadian Censuses of Population through the 20-year period 

between 1996 and 2016. Key points to note: 

¶ Lloydminster has been growing much faster than the two provinces as a whole. The cityôs 

compound annual growth rate (CAGR) is 2.6%, compared with 2.1% for Alberta and 0.5% for 

Saskatchewan. This reflects the Cityôs role in oil and gas as well as its importance as a regional 

trade centre. 

¶ Lloydminsterôs growth has been especially pronounced since 2001, achieving a 15.7% growth 

between 2006 and 2011, although growth has tapered off slightly in the five years to 2016 (13.0%). 

¶ Lloydminsterôs growth is expected to continue. Table 2.2 summarizes City population forecasts 

through 2036. Extrapolating the 2.6% CAGR yields projections of future population of 44,750 by 

2030 and 50,750 by 2035. Both projections are greater than those estimated in the Cityôs 2013 

Comprehensive Growth Strategyôs medium growth scenario and slightly greater than the high 

growth scenario. The two projections are lower than those cited in 2016 Transportation Master 

Plan (TMP), noting that the figures cited in the TMP include the surrounding populations as well. 

The key point is that Lloydminsterôs population is expected to continue to grow and is consistent 

with other recent projections. 
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Table 2.2: Population forecasts 

Horizon year 2013 Growth Study  
(Table 6) ï medium 

scenario 

2016 TMP Population 
(City + Region) 

CAGR, 1996-2016 

2020  38,000 34,749 

2021 35,750  35,638 

2025  44,000 39,427 

2026 39,742  40,436 

2030   44,734 

2031 43,643  45,879 

2035  56,000 50,756 

2036 47,477  52,054 

Sources: The City of Lloydminster, 2013 Comprehensive Growth Strategy and 2016 Transportation Master Plan, 

and consultantôs tabulations using Census growth trends. 

 

1. The data for Lloydminster include only the populations of City residents. Given the focus of this study on the 

City proper, populations in the surrounding counties and Rural Municipalities are not included. 

2. It should be noted that although the consultantôs projections summarized in Table 2.2 account for more recent 

observations (2016), those prepared for the 2013 Comprehensive Growth Strategy and the 2016 TMP have a 

much more comprehensive basis and also reflect City policy. The consultantôs Table 2.2 projections are 

illustrative only for the purposes of this analysis. 

 

Economic Trends 

Gross domestic product is measure of economic output. GDP data are available only at the provincial 

level. Nonetheless some trends can be inferred for Lloydminster. Figure 2.13 shows the evolution of 

the two provincial economies between 1997 and 2018 ï a similar period as that depicted by the 

Census populations in the previous section. Figure 2.14 and Figure 2.15 show the breakdown by 

sector for the two provinces.  

 

Key points to note: 

¶ Albertaôs economy is much larger than that of Saskatchewan, and historically has seen faster 

growth rates. Following the recent dips (Alberta) and plateauing (Saskatchewan) evidenced in 

recent years, both economies appear to be growing again. 

¶ Mining and oil & gas sector and services have been the dominant sectors in the two provinces. In 

the late 1990s, both sectors had approximately equal GDPs in each province. Since then, although 

both sectors have grown overall, the economic value of the services sector is now much greater 

than that of mining and oil & gas. 

¶ The public service sector is next-most important in the two provinces and has grown steadily over 

the 21-year period. 

¶ The other sectors (agriculture, construction and manufacturing) have exhibited varying growth 

rates. 
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Figure 2.13: GDP all industries ï Alberta and Saskatchewan, 1997-2018 

Source: Saskatchewanôs Dashboard ï Gross Domestic Product, adapted from Statistics Canada,  

Table 36-10-0402-01 (Gross domestic product at basic prices). 

 

 

Figure 2.14: GDP by sector ï Alberta, 1997-2018 

Source: Saskatchewanôs Dashboard ï Gross Domestic Product, adapted from Statistics Canada,  

Table 36-10-0402-01 (Gross domestic product at basic prices). 
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Figure 2.15: GDP by sector ï Saskatchewan, 1997-2018 

Source: Saskatchewanôs Dashboard ï Gross Domestic Product, adapted from Statistics Canada,  

Table 36-10-0402-01 (Gross domestic product at basic prices). 

 

For Lloydminster, these trends suggest that the cityôs key industries, especially oil and gas, will 

continue to grow as will the associated trucking and DG activity. The cityôs services sector can also 

be expected to grow, which will also demonstrate further demands for trucking (e.g., for consumer 

goods) and related DG activity (e.g., fuel as gasoline stations). The cityôs other sectors (e.g., 

construction) will continue to grow as the first two grow, and Lloydminster will continue to serve as an 

important centre for nearby agricultural activity. 

 

Truck Volumes 

This section profiles truck volumes in Lloydminster. The purpose is to identify locations where there 

are high volumes of truck activity. Table 2.3 lists the volumes of medium-sized trucks (i.e., single 

units) and articulated trucks (i.e., tractors with one or more trailers) at several intersections throughout 

the city. The volumes are drawn from the Cityôs 2018 turning movement count program, which 

covered all these intersections. The volumes represent the sum of all medium-sized trucks and 

articulated trucks entering (and exiting) the intersection from (to) all directions and for all movements 

(straight, left turn and right turn). The Table also shows the proportions that these trucks comprise of 

total traffic. Considering both the volume of truck traffic and the proportion it represents of total traffic 

can offer an important perspective on the relative importance of each intersection and route as a 

trucking route. It should also be noted that the vehicle types cannot distinguish according to the type 

of load being carried ï hence vehicles carrying dangerous goods cannot be isolated. 
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Table 2.3 shows maximum, minimum and average values for the volumes and proportions. The 

orange-coloured cells depict the intersections where the maximum volumes and proportions occur. 

The green-coloured cells depict the intersections where the minimum volumes and proportions occur. 

Tan-coloured cells show intersections where the volumes exceed twice the average values: This is 

meant to provide an approximate indication of busy intersections (i.e., the 2x threshold is intended as 

a practical indicator, not as a statistically significant value). For the proportions, 5.0% was used as a 

reasonable minimum threshold. The Table also shows the proportion of articulated trucks to medium 

trucks at each intersection. 

 

Key points to note: 

¶ 44 Street (Highway 16) has the highest volumes and proportions of articulated traffic, consistent 

with its role as a key route for long-distance and through traffic entering and exiting the city via 

Highway 16. 

¶ 52 Street and 67 Street also have high volumes of articulated and medium trucks, which also 

represent high proportions of the overall traffic mix. 

¶ On average, medium trucks make up relatively small proportions of the traffic mix (2.5%) while 

articulated trucks have a slightly higher proportion (3.0%). Some intersections carry little or no 

vehicles of each type. The highest proportion of medium trucks occurs at 67 Street and 40 Avenue, 

at 10.9%. The highest proportion of articulated trucks occurs at 52 Street and 40 Avenue, at 9.0%. 

¶ On average, articulated truck volumes are 20% greater than medium truck volumes. 

 

These observations are drawn from the available provincial data. They do not constitute City 

economic development policy or forecasts. They are presented here only to provide a context for 

future growth in trucking and DG activity. 

Table 2.3: Truck Volumes at Selected Intersections, 2018 

Location A Location B Mediums Medium % Articulated Articulated % Articulated/Medium 

12 St 40 Ave 84 2.9% 120 4.2% 1.43 

12 St 50 Ave 130 2.7% 153 3.2% 1.18 

12 St 59 Ave 48 1.3% 49 1.3% 1.02 

12 St 75 Ave 85 2.3% 69 1.9% 0.81 

25 St 50 Ave 122 1.3% 53 0.6% 0.43 

25 St 57a Ave 73 1.6% 11 0.2% 0.15 

25 St 59 Ave 113 1.7% 38 0.6% 0.34 

29 St 50 Ave 91 1.2% 22 0.3% 0.24 

29 St 59 Ave 109 1.6% 63 0.9% 0.58 

35 St 65 Ave 37 2.1% 2 0.1% 0.05 

36 St 40 Ave 120 4.2% 65 2.3% 0.54 

36 St 47 Ave 72 1.7% 7 0.2% 0.10 

36 St 49 Ave 80 1.5% 4 0.1% 0.05 

36 St 50 Ave 107 1.0% 28 0.3% 0.26 

36 St 51 Ave 66 1.4% 3 0.1% 0.05 

36 St 52 Ave 84 1.3% 2 0.0% 0.02 

36 St 57 Ave 138 2.0% 4 0.1% 0.03 

36 St 59 Ave 174 1.7% 25 0.2% 0.14 
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Location A Location B Mediums Medium % Articulated Articulated % Articulated/Medium 

36 St 65 Ave 61 1.4% 0 0.0% 0.00 

41 St 50 Ave 109 1.7% 24 0.4% 0.22 

44 St 40 Ave 358 4.2% 675 7.9% 1.89 

44 St 45 Ave 167 2.4% 460 6.6% 2.75 

44 St 47 Ave 171 2.5% 473 6.9% 2.77 

44 St 50 Ave 221 1.8% 448 3.6% 2.03 

44 St 54 Ave (Fri) 93 1.0% 342 3.7% 3.68 

44 St 54 Ave (Sat) 114 1.1% 264 2.6% 2.32 

44 St 54 Ave 210 2.1% 491 4.9% 2.34 

44 St 59 Ave 230 2.2% 526 5.1% 2.29 

44 St 62 Ave 471 3.0% 618 4.0% 1.31 

44 St 66 Ave 249 2.0% 556 4.5% 2.23 

44 St 70 Ave 226 2.0% 513 4.6% 2.27 

44 St 75 Ave (Fri) 160 1.5% 462 4.4% 2.89 

44 St 75 Ave (Sat) 122 1.2% 400 3.8% 3.28 

44 St 75 Ave 271 2.5% 582 5.3% 2.15 

44 St  80 Ave 258 3.0% 592 7.0% 2.29 

50 Ave 12 St 145 3.0% 155 3.2% 1.07 

52 St 50 Ave 224 3.8% 164 2.8% 0.73 

52 St 40 Ave 226 7.0% 290 9.0% 1.28 

52 St 62 Ave 275 4.1% 294 4.3% 1.07 

62 St 50 Ave 183 4.8% 75 2.0% 0.41 

67 St 40 Ave 118 10.9% 82 7.5% 0.69 

67 St 50 Ave 183 5.0% 221 6.0% 1.21 

Best Buy Access 75 Ave 56 1.2% 43 0.9% 0.77 
 

Maximum 471 10.9% 675 9.0% 3.68 
 

Minimum 37 1.0% 0 0.0% 0.00 
 

Average 154 2.5% 220 3.0% 1.19 
 

2x average Ó 300 Ó 5.0% Ó 450 Ó 5.0% N/A 
  

(300 = 2x avg) (450 = 2x avg)  

 
Source: City of Lloydminster, Traffic Volume Report, 2014-2018, February 28, 2019. Consultantôs tabulations. 

Note that 44 Street is Highway 16 and 50 Avenue is Highway 17. 

 

It must be cautioned that these summaries are indicative only: they do not reflect the actual mix of 

traffic for a given movement at any specific intersection. Moreover, the findings reflect only the 

intersections where the counts were actually conducted. Note that these data reflect counts that were 

conducted during the daytime between the two commuter peaks ï that is, they reflect no more than 

12 hours of activity, and do not account for evening or night-time traffic. Nonetheless, they are 

indicative of roads on which high truck activity is occurring. 
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Table 2.4 summarizes the breakdown of vehicle types at selected intersections. These counts are 

derived from ATR (automatic traffic recorders) set up by the City to run for at least 24 hours ï thus 

they include night-time activity. Most of the counts are summarized according to the leg of the 

intersections and by direction. The Table shows medium-sized or single unit (SU) trucks, articulated 

trucks and bicycles on road (i.e., not travelling on a separate pathway). Note that bicycles were not 

recorded at several intersections. 

 

Key points to note: 

¶ On average, medium / SU trucks make up 3.4% of the traffic at the counted intersections. 

Articulated trucks make up a greater average proportion, at 5.5% of the traffic. The highest truck 

proportions occur at 67 Street and 40 Avenue (west leg, westbound), with medium / SU trucks 

making up at 13.8% of all traffic and articulated trucks making up 19.2%. 

¶ 44 Street (Highway 16) is prominent for articulated trucks, mostly on the eastbound and westbound 

legs but also northbound and southbound at 62 Avenue North. 

¶ 44 Street (Highway 16) is important to medium / SU trucks, again mostly eastbound and 

westbound, although the articulated truck volumes at these intersections are up to 3 times greater. 

¶ An average of one bicycle was recorded at each intersection leg and direction. The maximum 

number occurred at 36 Street and 47 Avenue, east leg westbound, with 8 observations. 

 

Consideration was given to examining traffic volumes in the adjacent counties and rural 

municipalities. However, these data were not available. 

Table 2.4: Breakdown of Vehicle Types at Selected Locations, 2018 

Location 

A 
Location B Direction 

SU (M) 

Trucks * 

SU (M) 

Trucks % * 

Articulated 

Trucks 

Articulated 
% 

Bicycles 

on Road 

Bicycles 
% 

12 St ** 40 Ave ** SB 71 3.8% 225 4.0% 0 0.0% 

12 St ** 40 Ave ** NB 63 3.5% 109 6.1% 2 0.1% 

12 St 50 Ave (West leg) WB 50 1.6% 64 2.0% 0 0.0% 

12 St 50 Ave (West leg) EB 56 2.1% 71 2.7% 0 0.0% 

12 St 59 Ave (West leg) SB 17 1.2% 6 0.4% 0 0.0% 

12 St 59 Ave (West leg) NB 8 0.6% 0 0.0% 0 0.0% 

25 St 50 Ave (North leg) SB 67 0.8% 23 0.3% 1 0.0% 

25 St 50 Ave (North leg) NB 64 0.8% 18 0.2% 1 0.0% 

25 St 50 Ave (West leg) WB 38 0.9% 39 1.0% 1 0.0% 

25 St 50 Ave (West leg) EB 47 1.1% 37 0.9% 0 0.0% 

36 St 40 Ave (South leg) SB 67 3.3% 70 3.4%     

36 St 40 Ave (South leg) NB 89 4.8% 104 5.6%     

36 St 47 Ave (East leg) WB 15 0.6% 1 0.0% 8 0.3% 

36 St 47 Ave (East leg) EB 21 0.1% 1 0.0% 3 0.1% 

36 St 57 Ave (West leg) WB 55 0.9% 3 0.1%     

36 St 57 Ave (West leg) EB 54 0.9% 4 0.1%     

36 St 59 Ave (South leg) SB 79 1.1% 40 0.6% 0 0.0% 

36 St 59 Ave (South leg) NB 85 1.3% 29 0.4% 0 0.0% 

41 St ** 40 Ave ** SB 118 4.4% 80 3.0% 1 0.0% 

41 St ** 40 Ave ** NB 122 5.0% 108 4.4% 3 0.1% 

44 St 40 Ave (East leg) WB 217 3.0% 885 12.3% 1 0.0% 



 

 

 

 

36 
Dangerous Goods Route and Truck Routes Establishment 

City of Lloydminster 

FINAL REPORT 

Integrated Expertise.  

Locally Delivered. 

 

 

Location 

A 
Location B Direction 

SU (M) 

Trucks * 

SU (M) 

Trucks % * 

Articulated 

Trucks 

Articulated 
% 

Bicycles 

on Road 

Bicycles 
% 

44 St 40 Ave (East leg) EB 259 3.7% 898 12.9% 1 0.0% 

44 St 40 Ave (West leg) WB 140 2.1% 689 10.5%     

44 St 40 Ave (West leg) EB 148 2.6% 665 11.6%     

44 St 50 Ave (West leg) EB 204 2.0% 779 7.8%     

44 St 50 Ave (West leg) WB 224 2.3% 748 7.5%     

44 St 50 Ave (East leg) WB 152 1.7% 704 7.6% 0 0.0% 

44 St 50 Ave (East leg) EB 135 1.5% 726 8.3% 3 0.0% 

44 St 62 Ave (East leg) WB 251 2.1% 668 5.7% 0 0.0% 

44 St 62 Ave (East leg) EB 174 1.5% 753 6.4% 3 0.0% 

44 St 62 Ave (North leg) SB 179 2.8% 226 3.6% 0 0.0% 

44 St 62 Ave (North leg) NB 166 2.6% 211 3.3% 1 0.0% 

44 St 62 Ave (West leg) WB 247 1.8% 794 5.9% 0 0.0% 

44 St 62 Ave (West leg) EB 255 1.9% 876 6.5% 0 0.0% 

44 St  75 Ave (East leg) WB 247 2.7% 922 10.0%     

44 St  75 Ave (East leg) EB 190 2.7% 803 11.6%     

52 St 40 Ave (North leg) SB 94 7.5% 132 10.6% 0 0.0% 

52 St 40 Ave (North leg) NB 88 6.9% 137 10.7% 0 0.0% 

62 St 62 Ave (North leg) SB 127 4.6% 120 4.3% 0 0.0% 

62 St 62 Ave (North leg) NB 161 6.2% 93 3.6% 0 0.0% 

67 St 40 Ave (West leg) WB 74 13.8% 103 19.2%     

67 St 40 Ave (West leg) EB 75 11.8% 100 15.7%     

67 St 50 Ave (South leg) SB 116 4.3% 69 2.5% 1 0.0% 

67 St 50 Ave (South leg) NB 104 3.9% 85 3.1% 1 0.0% 

67 St 75 Ave (East leg) WB 110 13.6% 70 8.6%     

67 St 75 Ave (East leg) EB 113 10.2% 81 7.3%     
  

Maximum 259 13.8% 922 19.2% 8 0.3% 
  

Minimum 8 0.1% 0 0.0% 0 0.0% 
  

Average 118 3.4% 291 5.5% 1 0.0% 

 
Source: City of Lloydminster, Traffic Volume Report, 2014-2018, February 28, 2019. Consultantôs tabulations. 

Note that 44 Street is Highway 16 and 50 Avenue is Highway 17. 

* Described as Medium Trucks when bicycles are not counted. Otherwise, described as Single Unit (SU) Trucks. 

** Counts conducted over three days. Values shown are for an average 24-hour periods 

 

For the provincial highways, traffic volumes are available only for Highway 16 at the eastern boundary 

of the city. Figure 2.16 shows the trends for total traffic and for truck traffic between 2004 and 2018. 

The data are expressed as average annual daily traffic (AADT ï i.e., normalized to account for 

seasonal variations) and truck AADT (TAADT). The AADT and TAADT values represent total daily 

values and represent a single direction ï hence they are not comparable with the Cityôs counts 

discussed above. 
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Key points to note: 

¶ It can be seen that all traffic has increased. Growth in truck traffic has been faster than that of all 

traffic taken together (mainly passenger vehicles and other light vehicles). Over the 14-year period, 

truck traffic has increased at a CAGR of 3.5%, while total traffic has increased at a CAGR of 2.1%. 

¶ The proportion of truck traffic has grown over time and now represents approximately 20% of total 

traffic.  

 

 

Figure 2.16: AADT and TAADT ï Highway 16, 2004-2018 

Source: Saskatchewan MHI. Consultantôs tabulations. 

 

Truck Origins and Destinations Approach 

From time to time, Saskatchewan MHI conducts origin-destination (O-D) surveys of trucks at weigh 

stations along the Provincial highway network. These surveys provide information that informs 

transportation plans and investment studies, including the origin of the trip, its destination, the vehicle 

type and the commodity carried. 

 

The nearest weigh station is located on Highway 16 at Marshall, southeast of Lloydminster. MHI 

provided the data for O-D surveys that had been conducted in seven years from 2003 to 2018, at 1- 

to 4-year intervals. The consultant used this data to estimate the proportions of long-haul truck traffic 

moving to, from and through Lloydminster ï that is, with origins or destinations in Lloydminster or 

beyond (e.g., a truck originating in Edmonton and destined to Winnipeg might make a stop in 

Lloydminster). The proportions observed on Highway 16 at Marshall were assumed to carry through 

to the count location closest to Lloydminster, which is Highway 16 at the eastern city limits. 
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The consultant also estimated the proportions of dangerous goods traffic. For this calculation, several 

assumptions were required: 

¶ Tankers were the only vehicle type assumed to carry dangerous goods. 

¶ Three types of commodities were considered as dangerous goods carried by tankers: fuel, 

industrial supplies and one-half of non-fuel liquids. The remaining non-fuel liquids were assumed to 

be other products, such as milk. 

¶ The survey also records empty vehicles. Empty runs make up significant proportions of truck 

activity. Because it is not also obvious whether a tanker is empty or not, for the purpose of this 

study empty tankers were assumed to be dangerous goods vehicles. 

 

These assumptions were necessary in order to work with the available data ï for example, the survey 

does not specifically record whether or not the vehicle is carrying dangerous goods. Nonetheless, the 

assumptions are considered reasonable for the purposes of this study. 

 

Truck Origins and Destination Findings 

The figures below summarize the key findings: 

¶ Total truck traffic has grown significantly ï increasing by almost two-thirds (1.63 times) between 

2003 and 2018 to 1,220 TAADT. Dangerous goods vehicles also grew, by 20% westbound and 

50% eastbound. 

¶ Approximately one-quarter of total truck traffic is made up of dangerous goods vehicles eastbound 

ï 25.6% in 2018. Westbound, the proportions have varied, but are approximately one-fifth of all 

truck traffic, at 18.5% in 2018. 

¶ Through trucks ï that is, trucks neither originating in nor destined to Lloydminster ï make up half or 

more of all truck traffic. In 2018, the eastbound proportion was 52.4% and the westbound 

proportion was 60.5%. 

¶ The proportion of through dangerous goods trucks of total truck traffic has remained stable 

westbound, at 8.9% in 2018 (i.e., less than one in ten). Eastbound, similar rates were observed 

through 2013; however, the rate has since risen to 17.6% in 2015 and 18.5% in 2018. 

¶ The proportion of dangerous goods through trucks among total through truck traffic has remained 

relatively constant westbound, at 14.7% in 2018 (about one in seven). However, eastbound the 

proportion has risen steadily from about the same value, to 23.0% in 2013, 28.8% in 2015 and 

35.2% in 2018 (i.e., one-third of all through traffic). 

 

In other words, long-haul truck traffic is growing; through trucks make up significant proportions of this 

traffic; and dangerous goods vehicles make up important proportions of through traffic. The through 

proportions will have implications on the choice of driversô routes through Lloydminster. 

 

Something to note about Figure 2.17 is that Saskatchewan MHI divides the total two-way AADT in 

two, so that the total eastbound truck and dangerous goods traffic overlaps the total westbound. 
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Figure 2.17: Truck and Dangerous Goods Traffic ï Highway 16 at Eastern City Limit 

Source: Saskatchewan MHI. Consultantôs tabulations. 

 

 

Figure 2.18: Through Trucks as % of Total Truck Traffic ï Highway 16 at Eastern City Limit 

Source: Saskatchewan MHI. Consultantôs tabulations. 
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Figure 2.19: Dangerous Goods as % Total Through Trucks ï Highway 16 at Eastern City Limit 

Source: Saskatchewan MHI. Consultantôs tabulations. 

 

It must be noted that these findings are based on the available data and required several 

assumptions, as noted above. They may also reflect differing sample sizes which occurred from year 

to year. As a result, the findings should be used with caution, although they can be considered 

indicative for the purposes of this study. 

 

Summary of Key Findings 

This section of the report profiles several key trends and conditions that inform the volume and 

routing of trucks and dangerous goods vehicles in and through Lloydminster. In sum, the key findings 

are: 

¶ Population. Lloydminster has been growing much faster than the two provinces as a whole, 

especially since 2001. This growth is expected to continue. 

¶ Economy. Economic growth trends suggest that Lloydminsterôs key industries, especially oil and 

gas, will continue to grow as will the associated trucking and DG activity. The cityôs services sector 

can also be expected to grow, which will also demonstrate further demands for trucking (e.g., for 

consumer goods) and related DG activity (e.g., fuel as gasoline stations). The cityôs other sectors 

(e.g., construction) will continue to grow as the first two grow, and Lloydminster will continue to 

serve as an important centre for nearby agricultural activity. 

¶ Truck traffic on City streets. Lloydminsterôs streets carry varying volumes of medium and 

articulated trucks. 44 Street (Highway 16) has the highest volumes and proportions of articulated 

traffic, consistent with its role as a key route for long-distance and through traffic entering and 

exiting the city via Highway 16. 52 Street and 67 Street also have high volumes of articulated and 

medium trucks, which also represent high proportions of the overall traffic mix. 

On average, medium trucks make up relatively small proportions of the traffic mix (2.5%) while 

articulated trucks have a slightly higher proportion (3.0%). Some intersections carry little or no 

vehicles of each type. The highest proportion of medium trucks occurs at 67 Street and 40 Avenue, 

at 10.9%. The highest proportion of articulated trucks occurs at 52 Street and 40 Avenue, at 9.0%. 
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On average, articulated truck volumes are 20% greater than medium truck volumes. 

¶ Long-haul and through traffic on Highway 16. At the eastern City limits total traffic has increased. 

Growth in truck traffic has been faster than that of all traffic taken together (mainly passenger 

vehicles and other light vehicles). Over the 14-year period, truck traffic has increased at a CAGR of 

3.5%, while total traffic has increased at a CAGR of 2.1%. The proportion of truck traffic has grown 

over time and now represents approximately 20% of total traffic.  

Approximately one-quarter of total truck traffic is made up of dangerous goods vehicles eastbound 

ï 25.6% in 2018. Westbound, the proportions have varied, but are approximately one-fifth of all 

truck traffic, at 18.5% in 2018. 

Through trucks ï that is, trucks neither originating in nor destined to Lloydminster ï make up half or 

more of all truck traffic. In 2018, the eastbound proportion was 52.4% and the westbound 

proportion was 60.5%. 

¶ Dangerous goods traffic on Highway 16. The proportion of through dangerous goods trucks of total 

truck traffic has remained stable westbound, at 8.9% in 2018 (i.e., less than one in ten). 

Eastbound, similar rates were observed through 2013; however, the rate has since risen to 17.6% 

in 2015 and 18.5% in 2018. 

The proportion of dangerous goods through trucks among total through truck traffic has remained 

relatively constant westbound, at 14.7% in 2018 (about one in seven). However, eastbound the 

proportion has risen steadily from about the same value, to 23.0% in 2013, 28.8% in 2015 and 

35.2% in 2018 (i.e., one-third of all through traffic). 

In other words, long-haul truck traffic is growing; through trucks make up significant proportions of 

this traffic; and dangerous goods vehicles make up important proportions of through traffic. The 

through proportions will have implications on the choice of driversô routes through Lloydminster. 

 

2.4 Network Review 

To better understand how the existing routes function, a current state network review of the existing 

truck routes and dangerous goods routes within the City of Lloydminster was completed. As part of 

the review, connectivity of existing routes, potential gaps in the network, route options/alternatives 

and opportunities to improve the networks were considered. In addition, the land uses that require 

truck routes/dangerous goods routes and the land uses around the existing routes were considered in 

the evaluation. All of these elements were reviewed for both the truck routes and dangerous goods 

routes. This review, built off of the initial work completed within the section 2.1 Legislature and Data 

Review. 

 

In order to simplify the review process, the City of Lloydminster was separated into 4 quadrants 

whereby the east and west division was made by 50 Avenue, the Alberta/Saskatchewan border, and 

the north-south division is made by 44 Street. Based on these divisions, the network review was 

completed on a quadrant by quadrant basis. To assist with the review, the Lloydminster 

Neighbourhoods were referenced, as identified in the August 2018 Lloydminster Neighbourhoods 

Map as included as Figure 2.20. The August 2018 Land Use Districts and Overlay Map was also 

used to complete the network review and can be found below as Figure 2.21. 

 

Currently 44 Street and 50 Avenue are the only roadways designated as dangerous goods routes 

within the City of Lloydminster. 44 Street, the Trans-Canada Highway, is a primary highway that runs 

east-west across the full length of the City. 44 Street serves a dual role within the City by providing 

local access to goods and services for citizens as well as a direct route for cross city travel as well as 

providing direct east-west connectivity for trucks and dangerous goods passing through the City. 
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In contrast, 50 Avenue runs north-south through the entire length of the City and is designated as a 

dangerous goods route for its entire length whereas 50 Avenue from 44 Street to 52 Street, through 

the Central Business District, is not designated as a truck route. This discrepancy causes a conflict 

for truck drivers whereby one Bylaw requires that 50 Avenue be used and another Bylaw restricts its 

use. 

 

 

Figure 2.20: Lloydminster Neighbourhoods Map 
(retrieved from www.lloydminster.ca September 2019) 

 

http://www.lloydminster.ca/
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Figure 2.21: Lloydminster Land Use Districts and Overlay Map  
(retrieved from www.lloydminster.ca September 2019 

2.4.1 Northwest Quadrant  

Within the northwest quadrant, the highway commercial corridor in this section of the city is located 

along both 44 Street and 50 Avenue. As such the existing truck and dangerous goods routes are 

sufficient to service destinations and deliveries along those corridors. However, the northwest 

quadrant of the City also contains the majority of the truck routes as it currently contains the highest 

level of industrial land development within the City. As per the land use map, the industrial sector in 

Lloydminster is predominantly located within the northwest quadrant. This is also noted with the 

Neighbourhoods map whereby the Hill, Husky and Glenn E. Neilson industrial areas are all location 

within the NW quadrant. In addition to the industrial areas the northwest also contains the Airport area 

and the West Commercial Area. Goods movement, including dangerous goods movement, is 

required within these industrial areas.  

 

In the existing dangerous goods network, both 44 Street and 50 Avenue do not provide direct access 

to many of the locations within the industrial areas and do not serve the Husky Industrial area. As per 

point 2 on page 23 of the Traffic Bylaw (No. 09-2018) an off-route permit is required if the dangerous 

goods routes cannot be used to reach the destination. The lack of dangerous goods routes within, to 

and from the industrial areas could increase the workload for the Fire Chief who, as per the Traffic 

http://www.lloydminster.ca/
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Bylaw, is the designated person to authorize these off-route permits. Dangerous goods route and 

truck route gaps in the network were addressed during the creation of route options. 

 

Within the northwest quadrant an additional area identified that could benefit from additional truck 

routes was the Lloydminster airport. Currently there are no truck routes or dangerous goods routes 

from either 44 Street or 50 Avenue that enable direct on route access to the airport (via Range Road 

12 (75 Avenue) north of Township Road 502 (67 Street) as well as Township Road 502A (Airport 

Road) from Range Road 512 (75 Avenue) to the west City limit. As such, an idea was to designate 

truck and/or dangerous goods routes to the airport. Aviation fuel and other potentially dangerous 

goods are required by the airport and depending on the frequency of the trucks a designated route 

would reduce the number of off-route permits required. An additional benefit to designating a 

dangerous goods route or truck route is consistency for drivers always being on the same route. As a 

key benefit of providing designated dangerous goods routes, in the event of an emergency the fire 

department would already know and be familiar with the routes being used. 

 

The network review noted opportunities to improve the truck route and dangerous goods route 

connectivity in the northwest corner of the City. With most of the land use in the northwest quadrant 

being industrial, one option would be to have all roadways within the industrial area be designated as 

truck routes. This is consistent with other cities that have created truck areas within industrial districts 

and designated all roads within these areas as truck routes. As there is generally less public driving 

along these roads and there are generally fewer sensitive areas in these industrial areas, the truck 

area designation provides operators easier access to/from their destinations.  

 

One anomaly noted within the northwest quadrant was the provision of the truck route along 55 

Avenue from 44 Street to 51 Street which serves a small commercial area south of the CN railway 

tracks. The adjacent land use to 55 Street is residential and not ideal for a truck route, but due to the 

restrictions of trucks along 50 Avenue, between 44 Street and 52 Street there are limited 

opportunities for access routes into this small commercial area. It appeared from investigation that 55 

Avenue may have extended across the CN tracks in the past from 52 Street north of the tracks to 52 

Street south of the tracks, but the review noted that the link has been disconnected in the network.  

 

To address access into this commercial area, one consideration was to enable a short extension of 

the 50 Avenue truck route from 52 Street to 51 Street and include 51 Street as a truck route from 50 

Avenue to 55 Avenue. Trucks could alternatively use 62 Avenue or 40th Avenue and then 52 Street 

to reach 50 Avenue. From 50 Avenue trucks could use 51 Street to reach the commercial area south 

of the CN tracks. It is noted that 51 Street from 55 Avenue to 50 Avenue is commercial along the 

north side of the road and residential along the south side of the road. The houses that front onto 51 

Street may see some truck increases associated this potential change, however a route using 51 

Street would be shorter than the route using 55 Avenue which reduces the number of residences 

directly adjacent to a truck route. 

 

An alternative to 44 Street could be 52 Street as a dangerous goods route. Within the next three to 

five years 52 Street will be extended from 67 Avenue to 75 Avenue. With the addition of this new 

segment, 52 Street will connect from 40 Avenue to 75 Avenue. This northern route could provide a 

bypass around the main commercial corridor in Lloydminster for trucks and dangerous goods passing 

through the City. The commercial corridor along 44 Street will always have a percentage of truck use 

for local access and deliveries, but providing an alternate route for trucks passing through the City 

would reduce the volume on 44 Street.  
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Based on the existing road network, most goods movement destinations appear to be within 500-

800m of an existing truck route. However, based on the level of industrial development, additional 

truck routes could be added within the industrial areas. In addition, the existing dangerous goods 

routes do not directly service the Husky Industrial area. 

 

Potential alternatives for truck routes  

¶ All current and future streets and avenues in the Hill Industrial area 

¶ Future roads within the West Commercial area 

¶ All current and future streets and avenues in the Husky Industrial area 

¶ All current and future streets and avenues in the Glenn E. Neilson Industrial park 

¶ Alternative access to 52 Street south of CN west of Highway 17 

¶ Future extensions of existing routes on Highway 17 north of 67 Avenue to Township Road 502A 

¶ Future extensions of existing routes on Highway 16 west to Range Road 13 

¶ All current and future streets and avenues in the proposed County of Vermillion River Annexation 

areas (9.5 quarter sections in the NW quadrant) 

 

2.4.2 Northeast Quadrant  

The northeast quadrant of the City currently contains three smaller light industrial areas as well as 

public utility, urban parks, and urban transition. These areas include the North Industrial area, the 

Sask Industrial area, as section of industrial development within the East Lloydminster area and the 

City utility area (landfill). Currently most businesses in the North Indusial area are located along 50 

Avenue between 57 Street and 67 Street however there are six quarter sections of land available for 

industrial development in this area. In addition, most businesses in the Sask Industrial area are 

located either north of 44 Street or east of 40 Avenue. The northeast quadrant also contains the 

exhibition grounds, golf course and curling centre and the City cemetery. 

 

While there are currently fewer industrial businesses located in this section of the City compared to 

the northwest, the existing and future businesses require delivery of goods. As previously mentioned, 

the dangerous goods routes do not connect well to all areas within these zoned industrial areas.  

 

Currently the Traffic Bylaw (No. 09-2018) and the Transportation Systems Bylaw (No. 02-95) 

contradict each other on what roadways are designated as truck routes and/or dangerous goods 

routes. A section of 50 Avenue from 44 Street to 52 Street is not designated as a truck route within 

the Traffic Bylaw but is designated as a dangerous goods route with the Transportation Systems 

Bylaw. This discrepancy creates conflict as all truck routes may not be dangerous goods routes but 

all dangerous goods routes should be truck routes. This discrepancy will need to be corrected. To 

avoid the historic downtown, the dangerous goods routes could use 40 Avenue/75 Avenue and then 

52 Street to travel from 44 Street to continue north on 50 Avenue.  

 

Similarly with the northwest quadrant, the highway commercial corridor in this section of the city is 

located along both 44 Street and 50 Avenue. As such, the existing truck and dangerous goods routes 

could service destinations and deliveries along those corridors, however considerations should be 

given to routing and access to areas off of these two corridors. 

 



 

 

 

 

46 
Dangerous Goods Route and Truck Routes Establishment 

City of Lloydminster 

FINAL REPORT 

Integrated Expertise.  

Locally Delivered. 

 

 

It was noted in the review that an area in the northeast quadrant that has potential for frequent truck 

and/or dangerous goods deliveries is the public utilities (Landfill) area and currently there are no 

designated truck routes past north of 67 Street and east of 40 Avenue. 

 

Based on the existing road network, the majority of existing industrial and commercial areas appear 

to be served by the existing truck routes however, based on the planned uses additional truck routes 

may be required. 

 

Potential alternatives for truck routes 

¶ All current and future streets and avenues in the North Industrial area 

¶ All current and future streets and avenues in the Sask Industrial area 

¶ Connectivity to the public utility (Landfill) area north of 67 Street and east of 40 Avenue 

¶ Future extensions of existing routes on 50 Avenue north of 67 Avenue 

¶ Address the Bylaw discrepancy and provide alternate dangerous goods route(s) off of 50 Avenue 

between 44 Street and 52 Street 

 

2.4.3 Southwest Quadrant  

The southwest quadrant of the City of Lloydminster has significantly less truck routes compared to the 

north quadrants, which appear to be proportional to the number of destinations requiring access to 

truck routes and/or dangerous goods routes. The land use in the southwest quadrant is 

predominantly residential, however the majority of the developed commercial land use within the City 

is also located along the southwest quadrantôs north and east border. In addition, the southwest 

quadrant contains Bud Miller regional park and Lakeland College campus as well as the Servus 

Sports Centre. 

 

Within the southwest quadrant the truck routes run along 75 Avenue, 12 Street, Highway 16, and 50 

Avenue. As noted with the northwest and northeast quadrants, 44 Street and 50 Avenue are 

developed highway commercial corridors. The general land use in the southwest quadrant is 

predominantly residential. With less demand for truck routes and dangerous good routes, in this 

quadrant, the existing networks appear to be serving the functions required. With additional 

residential development occurring in the southwest quadrant of the city along 12 Street it is noted that 

potential conflicts with the trucks and/or trucks and trailers using 12 street as a truck route and 

possible dangerous goods route may exist should adjustments to the networks be considered in this 

quadrant. 

 

A portion of the inner ring road runs through the southwest quadrant where 25 Street turns into 62 

Avenue. This road could potentially be a truck and/or dangerous goods route, however, since there is 

minimal need for truck and dangerous goods deliveries in the southwest quadrant of the City a route 

along 25 Street/62 Avenue could lead to conflicts within residential areas. 

 

Potential alternatives for truck routes 

¶ Consideration for continuity of north/south and east/west extensions of the truck routes along 75 

Avenue, 12 Street, 44 Street and 50 Avenue within the proposed County of Vermillion River 

Annexation areas (14 quarter sections in the southwest quadrant). 

¶ Consider 25 Street and 62 Avenue from 50 Avenue to 44 Street as an alternative truck route. 
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2.4.4 Southeast Quadrant  

The southeast quadrant of the City is the smallest quadrant of the City. This quadrant of the City is 

mainly residential land use with some urban transition areas. Within the southeast quadrant the 

Lloydminster hospital is located in the neighbourhood of Larson Grove. In addition, a smaller 

industrial area, the Wigfield Industrial area, is located south of Highway 16 on the eastern boundary 

of the City.  

 

Outside the east city limits in the RM of Wilton is the large Husky upgrader plant. As a major industrial 

petrochemical plant it is assumed, with a high probability that the plant is a producer and receiver of 

both trucks and dangerous goods. Based on a review of the network, an assumption can be made 

that trucks and dangerous goods currently arrive at/and or depart from the upgrader via either 12 

Street or Highway 16. 

 

Within the next 3 to 5 years 25 Street will be constructed from 47 Avenue to 40 Avenue. This new 

roadway could potentially provide an alternate truck route to avoid the congestion on Highway 16. 

Similar to the concerns with using 62 Avenue and 25 Street in the southwest as a truck route, the 

inclusion of 25 Street in the southeast would add truck and/or dangerous goods to a predominantly 

residential area. 

 

Potential alternatives for truck routes  

¶ All current and future streets and avenues in the Wigfield Industrial area 

¶ Inclusion of 25 Street from Highway 17 to 40 Avenue as an alternative truck Route 
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In order to objectively evaluate all of the potential truck routes and dangerous goods routes that could 

be identified in Lloydminster an evaluation framework was created. The objective of the evaluation 

framework was to ensure the City of Lloydminster could apply a consistent methodology for 

designating truck routes and dangerous goods routes. Having an evaluation framework will allow 

future reviews of possible truck routes and dangerous goods routes to use the same process and 

logic that was used in the creation of the network. Using the same logic and steps ensures that all 

potential routes are assessed consistently and fairly every time. The following sections outline the 

creation of the evaluation framework.  

 

3.1 Truck Route Evaluation Framework Development 

To initiate the creation of the truck routes, a best practice review was completed as the designation 

process was an important output of this study. DKCI provided Table 3.1 which indicated the criteria 

used by various municipalities in the Town of Oakville Goods Movement Study. 

Table 3.1: Truck Route Network Criteria from Oakville 

  
Source: DKCI, Town of Oakville Goods Movement Study, 2016. 
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The Table illustrates the use of different criteria by different municipalities while highlighting the 

criteria often used by many of the municipalities. Of all the criteria included in the figure, route 

continuity is used by every municipality. Based on the criteria listed in Table 3.1 and numerous 

discussions with DKCI a preliminary list of route evaluation criteria was created and assessed for their 

applicability to this project. The initial criteria identified for truck route evaluations include the 

following: 

¶ Where the trucks are going to and from 

¶ Connectivity 

¶ Directness  

¶ Truck volumes 

¶ Avoidance of sensitive areas 

¶ Geometric and structural capacity 

¶ Road classification 

¶ Redundancy 

¶ Fluidity 

¶ Adjacent land use 

¶ Accidents 

¶ Route length 

¶ Congestion 

¶ Community impacts  

¶ Traffic safety 

¶ At-grade rail crossings 

¶ New infrastructure 

 

Assessing the criteria for applicability to the project included reviewing the intent of the criteria and 

determining if the criteria should be combined with similar criteria. Combining some of the criteria 

together would allow the City to reduce the number of assessments completed as part of the truck 

route evaluation. During the course of the criteria applicability assessment it was determined that 

directness and connectivity could be grouped together as the Cityôs network should include routes 

that connect well to the network and provide direct access to destinations.  

 

After the review of the initial list of criteria, a focused list of criteria was proposed and used in Phase 

One of the public engagement to ask stakeholders and the general public for feedback on the route 

evaluation criteria. The 10 criteria used in Phase One engagement were noted as Project 

Considerations and includes: 

¶ Avoiding sensitive areas 

¶ Direct routes 

¶ Traffic Safety 

¶ Community Impact 

¶ Land use next to dangerous goods and 

truck routes 

¶ Where trucks are going and where are they 

coming from 

¶ Congestion issues 

¶ Road classification 

¶ Connections and connectivity 

¶ Route length 

 

The stakeholders and general public were asked to indicate which criteria from the list were important 

to consider when designating truck routes and dangerous goods routes. Within the Phase One 

engagement two other options for criteria identification were note; ñAll of theseò and ñOther (please 

specify)ò. The feedback received from industry stakeholders was that direct and efficient routes were 

important and the general public was concerned about safety and the avoidance of sensitive areas.  

 

As a third input in the identification and selection of truck route evaluation criteria the City of Calgary 

Truck Route Study Truck Route Framework was reviewed in conjunction with the feedback from 

stakeholders and the general public and the information provided by DKCI. The City of Calgary used 

a two-step process to evaluate potential truck routes which included a route criticality evaluation and 

a route priority evaluation. The route criticality was intended to be the initial check to determine the 
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need for route to be included within the truck route network. The second component was the 

prioritization of potential truck routes. 

 

Based on the feedback received and the criteria used in the sources reviewed, a two-step process 

was suggested for the City of Lloydminster. The first component is the network functionality 

assessment, which is similar to the City of Calgary criticality assessment. The second component of 

the truck route framework was the route performance assessment. Both assessments use criteria that 

are applicable to the City of Lloydminster and identified as important by industry stakeholders, the 

general public, and the City. 

 

The criteria used in the network functionality assessment includes route purpose, network 

connectivity, reduces trip length, and reduces off route trips. The network functionality assessment 

serves as an initial check to determine if a route is compatible with the existing truck route network. 

Route purpose and network connectivity were selected to ensure the truck routes serve a purpose by 

providing access through the City, or to a destination within the City, and should connect with other 

truck routes to ensure the network covers the City appropriately. As a second part of the functionality 

assessment it was noted that while it is important that potential routes benefit the network, they 

should also benefit the companies using them. Evaluating the reductions in trip length and off-route 

trips would be a comparison between the existing routes and a proposed addition and would ensure 

that the route users are not being impacted negatively. All four of the criteria used in the network 

functionality assessment are measured qualitatively to minimize the data requirements to complete 

this component of the evaluation. 

 

As per the Cityôs Traffic Bylaw (No. 09-2018) any truck and/or truck and trailer with a gross weight 

over 7,500 kg or longer than 11 m in length is required to use a truck route. These trucks and/or 

trucks and trailers are larger than a typical passenger vehicle and require certain performance from a 

route. The truck route performance assessment is the second component of the evaluation and 

reviews a specific route to ensure it would be a suitable truck route. The criteria selected for the route 

performance assessment include roadway classification, roadway geometrics, surface conditions, at-

grade rail crossings, and land use compatibility. The criteria were selected based on the applicability 

to the City and type of information/data needed for assessment. An effort was made to ensure that 

the information/data required is readily available to the City. Assessing these criteria allows the City of 

Lloydminster to ensure a potential route can perform as a truck route.  

 

The quantitative criteria selected use data already available to the City. Roadway classification can 

be assessed based on the classifications listed in the transportation master plan which identifies the 

highway, arterial, collector and local roadways within the City. The number of at-grade crossings is a 

quantitative assessment because the exact number of at-grade rail crossings can be counted along a 

potential route. The geometrics and surface conditions are qualitative criteria that require professional 

judgement based on a visual assessment of a route. Similarly, the land use compatibility and 

supports future development require professional judgement to assess the built form of a land use as 

per the land use map.  

 

Table 3.2 below contains the criteria selected for the truck route evaluation framework along with the 

criteria descriptions and the assessment levels.  An overview on the methodology used for the 

evaluation of potential truck routes is included in section 5.2 of this report. 
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Table 3.2: Truck Route Evaluation Framework 

Network Functionality Assessment 

Criteria Description Yes No 

Route Purpose Truck routes must either provide 
direct access to/from 
destinations within the City that 
produce or receive goods via 
trucks or provide for efficient 
movement of goods through the 
City 

Route provides a direct 
connection of a location in 
the City that produces or 
receives goods or route 
provides for the safe and 
efficient movement of 
goods through the City 

Route does not provide a 
connection to a location in 
the City that produces or 
receives goods or route 
does not facilitate the safe 
and efficient movement of 
goods through the City 

Network 
Connectivity 

Truck routes must provide a 
connection to the existing truck 
routes within the City or provide 
a connection to the regional 
networks  

Route connects without 
creating "dead end" 
segments and connects 
to the network in a 
manner that allows 
efficient transportation of 
goods into and through 
the City 

Route does not connect 
to the network and may 
create "dead end" 
segments. Route does 
not allow for efficient 
transportations of goods 
into and through the City 

Reduces Trip 
Length 

Truck routes add efficiencies to 
the network by reducing the trip 
length to destinations within the 
City and does not add 
unnecessary trip length for 
goods moving through the City 

Route reduces trip length 
to destinations within the 
City and provides efficient 
movement of goods 
through the City 

Route does not reduce 
trip length to destinations 
within the City and to 
goods moving through the 
City  

Reduces Off 
Route Trips 

Truck routes are connected in a 
manner that reduces the 
number of off route trips 
required for goods to reach their 
destination within the City as 
well as pass through the City 

Route provides direct 
access to destinations 
with frequent use or route 
allows for efficient travel 
through the City  

Route does not provide 
direct access to 
destinations and is not 
used frequently or route 
does not allow for safe 
and efficient movement of 
goods through the City 

 

Route Performance Assessment 

Criteria Description Good / Very Good Fair / Poor 

Roadway 
Classification 

Roadway classification as 
defined by the City's Municipal 
Development Standards 
document and includes Locals, 
Collectors, and Arterials as 
roadway types. Primary 
Highways are defined as those 
roadways that connect to the 
Provincial Highway networks 
(i.e. Hwy 16 and Hwy 17) 

Highways and Arterials Collectors and Locals 

Roadway 
Geometrics 

Roadway and intersection 
geometric factors such as lane 
width, available shoulders, and 
turning radii are appropriate for 
the safe use by trucks  

Roadway geometrics are 
sufficient to accommodate 
frequent truck usage and 
allow for safe movements 
along the roadway and 
through intersections 

Roadways and 
intersections do not easily 
accommodate truck traffic 
due to narrow lane 
widths, little to no existing 
shoulder, small turning 
radii 
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Route Performance Assessment 

Surface 
Conditions / 
Structural 
Capacity 

Existing roadway surface 
conditions are capable of 
supporting  frequent truck use  

Roadway structure has a 
high enough structural 
capacity to facilitate 
frequent truck use 

Roadway structure does 
not have enough 
structural capacity to 
facilitate frequent truck 
use 

At-Grade Rail 
Crossings 

Truck Routes have few at-grade 
rail crossings to ensure safe 
and efficient transportation of 
goods around and through the 
City and reduce delays caused 
by trains 

Route has one or no at-
grade rail crossings 

Route has two or more at-
grade rail crossings 

Land Use 
Compatibility 

Current surrounding land use is 
appropriate for frequent trucks 
and often producing or receiving 
the goods which needs to be 
transported 

Commercial and Industrial Residential and 
Institutional (i.e. schools, 
public facilities, hospitals) 

Supports 
Future 
Development 

Truck routes are located in a 
manner that supports future 
development as the City grows 
and changes 

Route provides support 
for future development 

Route does not provide 
support for future 
development 

 

Note: Off route trips are defined as a trip of potion of a trip taken by a truck that is used to reach a 

delivery destination and/or pickup goods from a location that is not located on an existing or 

designated truck route. For example, the portion of a trip that deviates from a designated truck route 

for medical deliveries to a hospital is defined as an off-route trip. 

 

3.2 Dangerous Goods Route Evaluation Framework Development 

Similar to truck routes, a best practice review was conducted for the dangerous goods routes 

evaluation framework. The initial reference reviewed was the Dangerous Goods Route Selection 

Criteria report prepared Hamilton-Finn for the Centre for Transportation Engineering and Planning (C-

TEP). The report uses the City of Calgary as a case study and created a dangerous goods route 

selection and decision support framework. The framework was comprised of two components, the 

functionality metrics were included in the first component. The criteria in the functionality metrics 

included route purpose and route continuity. The second component of the framework was the 

severity and probability metrics. The severity metrics included road classifications, surrounding land 

use, and surrounding environment. The probability metrics included road geometry, traffic efficiency, 

and traffic safety. The purpose of the severity and probability metrics was noted as the evaluation of 

the relative safety of each route in terms of the transportation of dangerous goods. 
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In addition, DKCI provided additional information on the dangerous goods route evaluation 

frameworks used by the City of Calgary, Prince George, Saskatchewan and New South Wales, 

included in Appendix A. The City of Calgary created a dangerous goods policy in 2006 which used 

the information from the C-TEP study, industry consultation and additional dangerous goods route 

analysis. The policy uses a four-step evaluation which involves assessing the feasibility, likelihood 

and impact, risk mitigation, and compatibility with Provincial Acts. The feasibility assessment used by 

the City of Calgary policy is similar to the C-TEP functionality metrics. The City of Calgaryôs approach 

includes the following criteria: 

¶ Route purpose 

¶ Part of truck route network 

¶ Available alternative routes 

¶ Network completion 

¶ Route Length 

¶ Coverage 

 

Potential routes are rated in three ways using the feasibility assessment: no go which indicated the 

routes is not suitable, evaluate which indicated the route should be examined further, and go which 

indicated that a risk rating should be conducted for the potential route. The second step for the City of 

Calgary was the likelihood and impact assessment. The likelihood assessment refers to the road and 

its use while the impact assessment refers to the area of influence adjacent to the road. The 

likelihood criteria and impact criteria were compared to the research report to determine similarities 

and any additional criteria that the City of Calgary used. The likelihood criteria included road 

classification, road geometry, access control, at-grade railway crossings, road surface conditions, 

traffic volumes, V/C ratios, truck frequency, and collision statistics. The impact criteria included 

population density, land use, population responsiveness, environmental impact, drainage, emergency 

response, and speed limits. DKCI noted that the City of Calgary framework is detailed and 

methodical; however, it is considered to be too detailed for the City of Lloydminster and may require 

data that is not available. 

 

The second framework reviewed by DKCI was that of Prince George which scores the criteria used to 

determine appropriate dangerous goods routes. The criteria used by Prince George include 

¶ Access control 

¶ Population evacuation potential 

¶ Surrounding environment 

¶ Road geometry 

¶ Traffic efficiency 

¶ Public emergency response 

¶ Accommodation of pedestrians and cyclists 

¶ Collision history 

 

Access control, collision statistics, and population responsiveness/evaluation potential were noted as 

similar criteria between the Price George framework and that of the City of Calgary. The framework 

used by Prince George could be similar to that of the City of Lloydminster as it was designed for a 

smaller network in a similar community like that of Lloydminster. 
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The dangerous goods route evaluation framework used by New South Wales was also discussed in 

the memorandum from DKCI. The framework consists of three categories that contain numerous 

considerations. The three categories include Traffic and roads, environmental and land use safety, 

and transportation economics. Figure 3.2 below indicates the consideration associated with each 

criteria. 

 

 

Figure 3.1: Dangerous Goods Routes Considerations used in New South Wales 

The criteria used by New South Wales was compared to those used by Calgary and Prince George 

and the similarities were noted. The reoccurring criteria formed the base for the dangerous goods 

route evaluation framework.  

 

The dangerous goods routes evaluation framework for Lloydminster was also established as a two-

step process, with a dangerous good route functionality assessment and a safety assessment. The 

functional assessment uses similar criteria to the truck routes functionality assessment with minor 

modifications. The difference between the truck route and dangerous goods route functional 

assessment is that the dangerous goods routes functionality assessment has an additional criteria 

that ensure a dangerous goods route is a part of the existing truck route network. This ensures that 

the networks are consistent and do not confuse users trying to reach their destination. The four other 

criteria in the dangerous goods route functionality assessment are identical to the truck route 

functionality assessment; however, when evaluating a potential dangerous goods route the 

functionality assessment is specifically related to its function as a dangerous goods route.  

 

The second component of the dangerous goods route evaluation framework is the safety assessment 

which is separated into two subsections, the probability assessment and the significance assessment.  
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During the best practice review it was noted that often the criteria used were local variations of similar 

criteria. For example, Prince George used population exposure as a criteria while New South Wales 

used population levels. The identified criteria were separated into criteria that assess the probability 

of an emergency or incident happening and criteria that assess the significance of the emergency or 

incident.  

 

The criteria used in the probability assessment include roadway geometrics, at-grade rail crossings, 

access control, traffic efficiency, and collisions. All of these criteria impact the likelihood of an 

emergency or incident happening and reflect the ability of dangerous goods to travel along the route 

safely. Traffic efficiency and collisions are both qualitative measures as they require professional 

judgement to assess route delays or and a routes frequency of collisions. Access control and at-

grade rail crossings are quantitative as the number of at-grade rail crossings and the type and 

number of accesses along a route can be counted. Roadway geometrics such as lane width, shoulder 

width, and turning radii can also be measured or can be evaluated with professional judgement based 

on available information and field inspection. These criteria were selected as they can be assessed 

with minimal data and reflect both the concerns of industry and the general public.  

 

The significance assessment is the second component of the safety assessment as dangerous goods 

pose a higher risk than regular items transported by truck. The significance assessment takes into 

consideration how the response to a potential emergency or incident would impact the Cityôs 

roadways and users. The criteria used in the significance assessment include environmental impact, 

population exposure/land use, population responsiveness/evacuation potential, and emergency 

response. Environmental impact, population exposure/lane use, and population 

responsiveness/evacuation potential can all be assessed qualitatively by evaluating the built form of 

the land use along the route and judgement. The City of Lloydminster Fire Department provided maps 

with the response times for all the roadways within the City to enable a quantitative assessment of 

emergency response. The criteria were selected as they can be assessed with minimal quantitative 

data. 

 

Table 3.3 below contains the criteria selected for the dangerous goods route evaluation framework 

along with the criteria descriptions and the assessment levels. An overview on the methodology used 

for the evaluation of potential dangerous goods routes is included in section 5.3 of this report. 

Table 3.3: Dangerous Goods Route Evaluation Framework 

Dangerous Goods Route Functionality Assessment 

Criteria Description Yes No 

Route Purpose Dangerous goods routes must 
either provide direct access 
to/from destinations within the 
City that produce or receive 
goods via trucks or provides 
for efficient movement of 
goods through the City 

Route provides a direct 
connection of a location 
in the City that produces 
or receives goods or 
route provides for the 
safe and efficient 
movement of dangerous 
goods through the City 

Route does not provide 
a connection to a 
location in the City that 
produces or receives 
goods or route does not 
facilitate the safe and 
efficient movement of 
dangerous goods 
through the City 
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Dangerous Goods Route Functionality Assessment 

Network 
Connectivity 

Dangerous goods routes must 
provide a connection to the 
existing dangerous goods 
routes within the City or 
provide a connection to the 
regional networks  

Route connects without 
creating "dead end" 
segments and connects 
to the network in a 
manner that allows 
efficient transportation of 
dangerous goods into 
and through the City 

Route does not connect 
to the network and may 
create "dead end" 
segments. Route does 
not allow for efficient 
transportations of 
dangerous goods into 
and through the City 

Route 
Compatibility 

This criteria ensure that any 
and all proposed dangerous 
goods routes are apart of the 
existing truck routes network 

Route is a part of the 
existing truck route 
network 

Route is not currently 
designated as a truck 
route 

Reduces Trip 
Length 

Dangerous goods routes add 
efficiencies to the network by 
reducing the trip length to 
destinations within the City and 
does not add unnecessary trip 
length for dangerous goods 
moving through the City 

Route reduces trip 
length to destinations 
within the City and 
provides efficient 
movement of dangerous 
goods through the City 

Route does not reduce 
trip length to destinations 
within the City and to 
dangerous goods 
moving through the City  

Reduces Off 
Route Trips 

Dangerous goods routes are 
connected in a manner that 
reduces the number of off 
route trips required for 
dangerous goods to reach 
their destination within the City 
as well as pass through the 
City or reduces the number of 
off route permits required 

Route provides direct 
access to destinations 
with frequent use or 
route allows for efficient 
travel through the City  

Route does not provide 
direct access to 
destinations and is not 
used frequently or route 
does not allow for safe 
and efficient movement 
of goods through the 
City 

 

Probability Assessment 

Criteria Description Good / Very Good Fair / Poor 

Roadway 
Geometrics 

Roadway and intersection 
geometric factors such as lane 
width, available shoulders, and 
turning radii are appropriate for 
the safe use by trucks  

Roadway geometrics are  
sufficient to 
accommodate frequent 
truck usage and allow for 
safe movements along 
the roadway and through 
intersections 

Roadways and 
intersections do not 
accommodate truck 
traffic due to narrow lane 
widths, little to no 
existing shoulder, small 
turning radii 

At-grade Rail 
Crossings 

Dangerous goods routes have 
few at-grade rail crossings to 
ensure safe and efficient 
transportation of goods around 
and through the City and 
reduce risks associated with 
rail/truck collisions 

Route has one or no at-
grade rail crossings 

Route has two or more 
at-grade rail crossings 

Access Control Accesses along the route have 
higher levels of control, such 
as signals, to minimize risk of 
collision 

Higher level of access 
control at all or most of 
the accesses 

All or most accesses 
have lower levels to no 
access control 
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Probability Assessment 

Traffic Efficiency Route allows for efficient 
transportation of goods around 
and through the City due to 
few delays associated with 
congestion 

Delays due to 
congestion are not likely 
or never to be 
experienced along the 
route 

Delays due to 
congestion are likely or 
very likely to be 
experienced along the 
route 

Collisions Based on judgement from the 
City, does the dangerous 
goods route have potential for 
frequent or severe collisions 

Route is likely to have a 
low frequency and 
severity of collisions 

Route is likely to have a 
high frequency or 
severity of collisions 

 

Significance Assessment 

Criteria Description Good / Very Good Fair / Poor 

Environmental 
Impact 

There are no sensitive or 
natural areas along the route 
(i.e. storm water ponds, water 
bodies, water courses, 
farmer's fields, existing 
landscaping and natural 
vegetation, and water 
treatment plants, etc.) 

Few to no sensitive or 
natural areas are located 
along the route 

Many sensitive or natural 
areas are located along 
the route 

Population 
Exposure / Land 
Use 

Land use surrounding the 
dangerous goods route is 
appropriate and reduces the 
number of people exposed in 
the event of an emergency 

Industrial and 
Commercial land uses 
where fewer people are 
located  

Residential and 
institutional land uses 
where large amounts of 
people may be located 
together (i.e. hospitals, 
high-density residential, 
etc.) 

Population 
Responsiveness / 
Evacuation 
Potential 

In the event of an emergency 
people have the ability to 
evacuate the area quickly and 
safely 

There are no high-
density land uses in the 
surrounding area (i.e. 
hospitals, nursing 
homes, high-density 
residential, etc.) and 
there are alternate 
roadways available for 
evacuation 

Route is in close 
proximity to high-density 
land uses (i.e. hospitals, 
nursing homes, high-
density residential, etc.) 
and does not have 
alternate roadways 
available for evacuation  

Emergency 
Response 

In the event of an emergency 
the dangerous goods route is 
located where the fire 
department can respond 
quickly 

Route is located within 
the 4 to 6 minutes range 
from either fire hall 

Route is located 8 or 
more minutes away from 
either fire hall 
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Phase One of the stakeholder and public engagement was completed during the initial stages of the 

project to receive feedback on how the existing truck route and dangerous goods route networks 

currently function. Once feedback was received from stakeholders and the public on the routes the 

potential route options were created. A summary of the public engagement process used in Phase 

One is included in this section. 

 

This section also provides a brief description of the optional scenarios for truck routes and dangerous 

goods routes within and around Lloydminster that were developed after Phase One engagement. In 

all cases the existing truck routes and the dangerous goods routes are presented as Option zero as 

keeping the existing routes without changing them was considered the ñdo nothingò option. While it is 

acknowledged that the ñdo nothingò option may not be preferred, as noted by the objectives of this 

study, it must be also acknowledged that while likely unfavorable, the ñdo nothingò option is still an 

option that could be considered if no other option were deemed preferable.  

 

4.1 Phase One Engagement 

Phase One of engagement took place on October 17, 2019, with the focus of hearing from 

stakeholders and the public to understand how the current truck network functions, any challenges or 

concerns and their preferences for future routes within the municipal boundaries. Engagement 

opportunities in this phase of engagement include stakeholder meetings, a Your Voice event and an 

online survey. 

 

Engagement Purpose 

The overall goal for engagement in this phase was to provide opportunities for invited stakeholders 

and members of the public to provide feedback on the current dangerous goods routes and truck 

routes within the municipal boundary as well as what criteria should be considered in the selection 

and identification of truck routes and dangerous goods routes. Table 4.1 below describes the level of 

engagement used for Phase One of the project. 

Table 4.1: Level of Engagement 

 CONSULT INVOLVE 

Purpose 

To educate and collect public/ 
stakeholder opinion to improve 
decisions 
 

To stimulate public/ stakeholder debate, 
clarify values & broaden the information base 
to improve decisions. 

Promise 

We will listen, acknowledge and report 
concerns and aspirations about 
presented alternatives, and explain to 
the decision-maker how the public 
input influenced the recommendation. 
 

We will work with the public/ stakeholders to 
ensure comments are directly reflected in the 
alternatives developed, report the comments 
received and explain how the input 
contributed to recommendation(s).  
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Communications for Phase One 

Below are the channels the stakeholder meetings and public open house were advertised on: 

¶ Social Media (Facebook, Twitter, LinkedIn) 

¶ Website (youvoicelloyd.ca/DGR and lloydminster.ca) 

¶ Newsletters (Team News- City of Lloydminster) 

¶ Invitations (76 invitations to local businesses) 

¶ Newspaper (Meridian Source) 

¶ Media Release (The Goat, Prime Time News, Meridian Source) 

 

Multiple methods of communication were used to ensure the stakeholders and public were aware of 

the event and could attend. By reaching out to the stakeholders and the public in advance it allowed 

more participation during the public event and provided the project team with a better understanding 

of the different routes being used by trucks and dangerous goods.  

 

4.1.1 Engagement Process and What We Asked  

Table 4.2 includes a summary of the engagement events held for the project during Phase One. The 

feedback gathered from the stakeholder meeting, public open house and online engagement 

informed the options created by the project team. More information on the process and what was 

asked of participants is included in the following section. A copy of the Phase One display boards can 

be found in Appendix B. 

Table 4.2: Engagement Summary 

EVENT/ACTIVITY DATE AND TIME LOCATION PARTICIPANTS 

Stakeholder Meetings October 17, 2019 
City of Lloydminster 
Operations Building 

8 

Public Pop-up Event 
October 17, 2019 
5:00 p.m. to 8:00 p.m. 

Servus Sport Centre 25 

Online Engagement October 10-22 
Your Voice, City of 
Lloydminster website 

49 

 

Stakeholder Meeting 

Several key stakeholders were identified, by the project team and the City, and invited to attend one 

of four, 30-minute stakeholder meetings on October 17, 2019. Two maps were on display for 

stakeholders to use in discussions; one with the current truck routes the other with current dangerous 

goods routes. Stakeholders were asked to share their experiences, concerns and feedback about the 

current routes. They were given a chance to ask the project team questions about the study and any 

other concerns regarding truck routes, dangerous goods routes and permits. The stakeholders that 

attended the meetings included industry, emergency responders, and the City bylaw personnel. 

 

Public Pop-up Open House 

A public Your Voice event was held on October 17, 2019 at the Servus Sport Centre from 5:00 p.m. 

to 8:00 p.m. Stakeholders and members of the public were able to ask questions and share their 

thoughts on the current dangerous goods routes and truck routes.  
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Display boards were used at the event to show the existing truck routes and dangerous goods routes 

as well as ask the public what should be considered when designating routes. Project team members 

were available to discuss the project and answer questions related to dangerous goods and truck 

routes within the municipal boundary.  

 

Online Survey 

An online survey was available on the City of Lloydminsterôs website from October 10, 2019 to 

October 24, 2019. A brief overview introduced the project and the survey. Participants were asked 

which roads they would like to see included in the draft dangerous goods routes and truck routes, 

which roads they would like to see excluded from the draft dangerous goods routes and truck routes 

and for any additional feedback. 

 

4.1.2 Stakeholder and Public Feedback Summary  

Stakeholder Feedback Summary 

The following summary includes feedback and concerns regarding existing or future Dangerous 

Goods Routes and Truck Routes in the municipal boundary for the City of Lloydminster:  

¶ Most of the dangerous goods and truck traffic is local and concentrated in the northwest corner of 

the City 

¶ Public safety and minimizing risk are important factors to consider 

¶ Avoiding trucks and dangerous goods from travelling through downtown on Highway 17 

¶ Current truck routes serve industry well, dangerous goods could be added to those routes 

¶ The City has a long history with trucks and moving dangerous goods, there is a truck culture and 

trucks can often be found in residential areas 

¶ Many stakeholders recognize and are concerned that current routes are not enforced 

¶ Concern about permits, how they could be processed and if there is a cost, what could that mean 

to businesses 

¶ Preferred routes include: 

¶ 40 Avenue, 75 Avenue, 62 Avenue 

¶ 12 Street, , 44 Street, 52 Street, 62 Street, 67 Street 

¶ Suggestions to have a designated route going in and around the industrial area, as direct as 

possible, and limit trucks to these roads 

¶ Many industries in the northwest area of the City have multiple truck per day going to and from 

their facilities, many of the truck are hauling dangerous goods or have dangerous goods residue 

¶ Truck parking within or near residential areas is a concern 

¶ With limited truck route signage and no dangerous goods route signage, drivers and industry feel 

like it is a ñfree-for-allò because there are no clear rules 

¶ Routes should be efficient and as direct as possible 
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Public and Online Feedback Summary 

The following summary includes feedback from the in-person event and the online engagement. 

Participants were asked questions about current routes, which routes should be excluded, and which 

routes should be considered. The prevailing themes include: 

¶ Several participants would prefer dangerous goods and truck traffic to stay out of the City, many 

referencing a ring road or by-pass and just wanting all truck to go around the City 

¶ There are a number of concerns around public safety and truck traffic on current routes in or near 

residential areas and the city centre 

¶ There are concerns with a limited number of routes in case there is a need to close a route due to 

weather or an emergency, it leaves limited options for dangerous goods and truck traffic 

¶ Avoiding trucks and dangerous goods from travelling through downtown on Highway 17, roads are 

narrow and there are lots of pedestrians in the area 

¶ There are many suggestions to build 75 Avenue into a four-lane road to handle more truck traffic 

¶ Many participants suggested that any future considerations should avoid residential areas 

whenever possible 

¶ Concerns about the uncontrolled rail crossings along 52 Street and the risk of an incident at these 

locations 

¶ Participants suggested longer turning lanes for trucks turning north off Highway 16 into the 

industrial area  

¶ Several participants want routes to avoid College Drive, Bud Miller Park, 59 Avenue and 25 Street   

¶ Trucks are perceived as not obeying traffic signals, for example running yellow or red lights on 

Highway 16, which is a concern for traffic and pedestrian safety 

¶ Turning lanes and corners, specifically at 12 Street and 75 Avenue, are not sufficient for trucks with 

trailers (or multiple trailers) and need to be upgraded if considered in the new routes 

¶ Many are concerned about damage to roads with heavy loads 

¶ Many participants are concerned about dangerous goods travelling along 12 Street and 25 Street, 

as they are next to a residential area 

 

Key themes 

¶ Dangerous goods and truck routes should avoid the city centre 

¶ Public safety and keeping dangerous goods away from residential areas, schools, recreation and 

the city centre were important to many participants  

¶ Continuing 52 Street west to 75 Avenue would create a direct route for dangerous goods and 

trucks into the industrial area 

¶ Avoid Highway 16 and Highway 17, they are heavily congested and should be avoided for safety 

reasons 

¶ Popular suggestions for dangerous goods and truck routes include: 

¶ 75 Avenue, 62 Avenue, 40 Avenue 

¶ 67 Street, 62 Street, 52 Street, 25 Street and 12 Street 

¶ Popular suggestions to avoid for dangerous goods and truck routes include: 

¶ Highway 16 and Highway 17 

¶ 25 Street, College Drive and 12 Street 

¶ Many participants want to see a by-pass around the City for trucks that are passing through 
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4.2 Truck Route Options 

Once the public engagement feedback was received, the creation of route options started. For the 

purposes of this study the assessment of truck routes was completed in ñthirdsò of the city based on 

the north sector, the southwest quadrant and the southeast quadrant. All of the options were created 

using feedback from the City, stakeholders, and the public in regards to how the network currently 

functions as well as where the trucks and dangerous goods movement is concentrated today. A copy 

of the maps and short description of the options can be found in Appendix B. 

 

4.2.1 North Sector  

The majority of the industrial sector within Lloydminster is located in the northwest portion of the City 

with some located in the northeast. For these reasons options were created for the entire north half of 

the City. Option zero, as mentioned above, is keeping the existing truck routes in place as per the 

current Traffic Bylaw (No. 09-2018). In all of the North Sector options, 67 Street west of 75 Avenue 

and east of 40 Avenue has bee added as a truck route as well as 75 Avenue and 40 Avenue north of 

67 Street as these routes service industrial developments. 

 

Option One 

Option one in the north is the industrial arterials only option. This option focuses the truck routes on 

the industrial arterial roads only. With this option some of the existing smaller truck routes have been 

removed (47 Street and 59 Avenue blocks, in Hill Industrial, 55 Avenue in West Lloydminster, 50 

Avenue in the Central Business District as well as in North Lloydminster). In addition, the 44 Street 

truck route has also been removed which would require through trips to bypass/divert to other routes. 

The removal of this as a truck route would not mean the removal of trucks as many trucks make trips 

to/from businesses on or near 44 Street. It is noted that 52 Street from 62 Avenue to 75 Avenue is 

proposed as a future truck route and could be designated as such upon roadway completion. The 

stakeholder feedback received during Phase One of the engagement indicated a preference for direct 

routes in and around the industrial areas. This option provides fewer routes compared to existing but 

would limit the roads available to drivers which was also a suggestion made by stakeholders. 

 

Option Two 

Option two uses arterial and industrial roads as the truck routes. This option builds off the existing 

truck route network with the inclusion of more industrial roads as truck routes. In this option the 44 

Street truck route has been retained which would not require through trips to bypass/divert to other 

routes. The 55 Avenue in West Lloydminster from 44 Street to 52 Street has been removed and 

replaces with a truck route along 51 Street from 50 Avenue to 55 Avenue. It is noted that this new 

route is recommended to be restricted. In addition, the portion of 50 Avenue from 57 Street to 52 

Street has also been proposed as restricted. It is noted that 52 Street from 62 Avenue to 75 Avenue 

is proposed as a future truck route and could be designated as such upon roadway completion. An 

item to note is that restricted truck routes would have operating restrictions on them which would limit 

their availability as part of the truck route network. Without specifying all other truck routes would be 

considered 24 hr. truck routes whereas restricted truck routes may be limited from Monday to 

Saturday or Monday to Friday and only available from 7:00 to 23:00 or 7:00 to 19:00 or other 

appropriate alternative.  
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Option Three 

Option three uses the arterial roadways as well as the industrial areas to create the truck route 

network in the north sector. This option combines elements of Options one and two to provide access 

to more routes while limiting the specific route designations. In this option only the main arterial routes 

would be designated as truck routes whereas all roads within the identified industrial areas would also 

be considered truck routes. In this option the industrial areas of West Commercial, Hill Industrial, 

Airport, Husky Industrial, Glenn E. Neilson Industrial Park, Sask Industrial, and the existing industrial 

in the Northeast ASP area have been designated for all roads to be truck routes. It would also be 

possible to designate areas on North Industrial and Landfill as Truck Areas, should this be considered 

desirable. In this option it is also noted that the segment of 50 Avenue from 57 Street to 52 Street has 

been proposed as restricted. During the jurisdiction review it was noted that other municipalities used 

areas to designate truck routes which allows the driver to decide the best route to reach the 

destination within the designated areas. The north half of the City contains six industrial areas and the 

airport all of which would require trucks and dangerous goods. Designating all roadways as truck 

routes within the industrial areas has not been used in the City of Lloydminster before. 

 

4.2.2 Southwest Quadrant  

The southwest quadrant is primarily residential with some commercial land use along Highway 16 

and Highway 17 as well as institutional land use such as Bud Miller Park and Lakeland College. 

Option zero maintains the existing truck routes as per the current Traffic Bylaw (No. 09-2018). This 

option utilizes the full outer route of 12 Street and 75 Avenue as well as maintaining the full continuity 

of the 44 Street and 50 Avenue truck routes. 

 

Option One 

Option one has less truck routes than existing and utilizes only the central arterials. This option 

focuses the truck route on the central arterials of the southwest quadrant by removing the perimeter 

routes on 12 Street and 75 Avenue as well as the central portions of 44 Street and 50 Avenue This 

option utilizes College Drive (25 Street/62 Avenue) between 44 Street and 50 Avenue as a means of 

removing trucks from the central sections of 44 Street and 50 Avenue. This option also utilizes the 

western portion of 44 Street from the west City limit to 62 Avenue as well as the southern portion of 

50 Avenue from the south City limit to 25 Street in order to provide continuous routing. This option 

was created because during the first pubic engagement event stakeholders noted that they currently 

used College Drive as a truck route because it was signed as a route. The project team determined 

there are truck route signs on 50 Avenue northbound and southbound indicating that College Drive 

could be used as a truck route.  

 

Option Two 

Option two utilizes the northeast arterials as the truck routes. This option focuses the truck route on 

the northeastern arterials of the southwest quadrant by removing the perimeter routes on 12 Street 

and 75 Avenue. This option maintains the full continuity of the 44 Street and 50 Avenue truck routes 

but adds College Drive (25 Street/62 Avenue) between 44 Street and 50 Avenue as a restricted truck 

route. Some of the public feedback received during the engagement was that there were concerns 

around the left turn movement from 75 Avenue to 12 Street due to frequent trucks along that route. 

This option removed that route to minimize the impact to passenger vehicles using the route. 
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Option Three 

Option three is similar to option two but uses the southwest arterials. This option focuses the truck 

route on the southeastern arterials of the southwest quadrant by utilizing the perimeter routes on 

12 Street and 75 Avenue by removing the central portions of 44 Street and 50 Avenue. This option 

also adds College Drive (25 Street/62 Avenue) between 44 Street and 50 Avenue and 50 Avenue 

between 12 Street an 25 Street as restricted truck routes. Stakeholders and the public indicated that 

50 Avenue between 25 Street and 44 Street and 44 Street between 62 Avenue and 40 Avenue can 

become congested due to the large number of trucks using the route and the frequency of the traffic 

lights. Option three removes the truck traffic from 50 Avenue and 44 Street to help alleviate 

congestion. 
 

Option Four 

Option four has more routes than existing. This option utilizes all of the arterials in the southwest 

quadrant of the city by utilizing the full perimeter route of 12 Street and 75 Avenue as well as 

maintaining the full continuity of the 44 Street and 50 Avenue truck routes. This option also adds 

College Drive (25 Street/62 Avenue) between 44 Street and 50 Avenue as a restricted truck route in 

order to provide an alternative to the existing perimeter and central routes. The public expressed 

concern with a limited number of routes in case there is a need to close a route due to weather or an 

emergency, and this option provides two alternate routes if one of the three routes is closed.  
 

4.2.3 Southeast Quadrant  

The southeast quadrant is the smallest area of the three ñthirdsò and is mainly residential with some 

commercial land use along 44 Street and 50 Avenue. Option zero keeps the existing truck routes as 

per the current Traffic Bylaw (No. 09-2018). This option utilizes the full outer route of 12 Street and 75 

Avenue as well as maintaining the full continuity of the 44 Street and 50 Avenue truck routes. 
 

Option One 

Option one uses less routes than the existing truck routes. This option only uses the perimeter 

arterials in the southeast quadrant of 12 Street and 40 Avenue. This option removes the central 

arterials of 44 Street (Highway 16) and 50 Avenue (Highway 17) from the southwest quadrant. This 

option maintains the eastern portion of 44 Street (Highway 16) from 40 Avenue to the east City limit. 

Stakeholders listed 12 Street and 40 Avenue as preferred routes and the public expressed the 

preference to have the trucks routed around the City. This option takes both stakeholder and public 

feedback into account.  
 

Option Two 

Option two has more truck routes than the current network in the southeast. This option keeps the 

existing truck routes in place as per the current Traffic Bylaw (No. 09-2018). This option utilizes the 

full outer route of 12 Street and 75 Avenue as well as maintaining the full continuity of the 44 Street 

and 50 Avenue truck routes. In addition, this option adds 25 Street as a future truck route from and 50 

Avenue to 40 Avenue as a connection to the optional College Drive truck route. It is noted that to 

compatibility the designation of 25 Street east of 50 Avenue as a truck route could be either restricted 

or unrestricted to be consistent with 25 Street west of 50 Avenue. This option also designates the 

Wigfield Industrial has been designated for all roads to be considered truck routes. Similar to option 

three in the north, this option allows industry direct and efficient access to destinations within and 

through the City. 



    

 

 islengineering.com 

April 2020 

 

Dangerous Goods Route and Truck Routes Establishment 

City of Lloydminster 

FINAL REPORT 

67 

 

Option Three 

Option three is an adaptation of option two. This option uses the perimeter of the southeast quadrant 

similar to Option two but removes the segment of 50 Avenue between 25 Street and 44 Street. A 

connection from 50 Avenue along 25 Street would be required with this option in the southwest to 

allow connectivity amongst the network. Congestion was noted along 50 Avenue between 25 Street 

and 44 Street and this option removes trucks from that section of 50 Avenue. Trucks and dangerous 

goods would have to use the perimeter routes or use 50 Avenue to College Drive.  

 

4.3 Dangerous Goods Route Options 

For the dangerous goods routes the assessment of options was completed on a City wide basis as 

there are fewer dangerous goods routes options than there are truck route options. All of the 

dangerous goods routes options were created based on the feedback received by the City, 

stakeholders, and the public during Phase One of engagement. Option zero for the dangerous goods 

routes was considered maintaining the existing dangerous goods routes in place as per the current 

Traffic Bylaw (No. 09-2018). It is important to note that currently the Traffic Bylaw has an 

inconsistency along 50 Avenue from 44 Street to 52 Street whereby this segment of 50 Avenue is 

designated as a dangerous goods route but is not designated as a truck route. A copy of the maps 

and short description of the options can be found in Appendix B. 

 

Option One 

Option one provides more routes than existing, but the routes are located along the perimeter of the 

City. This option focused the dangerous good routes on the perimeter roads around the City. This 

option uses the western portion of 44 Street from the west city limit to 75 Avenue and the eastern 

portion of 44 Street from the east city limit to 40 Avenue. This option also only uses the southern 

portion of 50 Avenue from the south City limit to 12 Street. This option then uses 12 Street, 75 

Avenue, 40 Avenue and 67 Street as routes around the City. This option removes all dangerous 

goods routes from the central parts of the City in exchange for perimeter routes around the City. This 

options also includes the extension of dangerous goods routes along 75 Avenue, 40 Avenue and 67 

Street to the north, west and east City limits. Several participants of the public event and online 

survey noted that they would prefer all trucks and dangerous goods traffic stay out of the City 

referencing the ring road or a future bypass. As the bypass is not currently planned the City of 

Lloydminster would utilize the perimeter roadways as the routes around the City. 

 

Option Two 

Option two also uses more routes than existing because 50 Avenue between 44 Street and 52 Street 

is not a dangerous goods route and there must be a connection between 50 Avenue north and south 

of this section. This option focused the dangerous goods routes in the interior roads within the City. 

This option uses the full continuity of 44 Street from the west city limit to the east city limit and the 

southern half of 50 Avenue from the south City limit to 44 Street. In addition, this option uses the 

norther segment of 50 Avenue from the north City limit to 52 Street. This option uses segments of 62 

Avenue and 40 Avenue from 44 Street to 52 Street as well as 52 Street from 62 Avenue to 40 Avenue 

to create a route around the central business district. This option was created as a modification of 

what is existing because it corrects the discrepancy along 50 Avenue between 44 Street and 52 

Avenue.  
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Option Three 

Option three uses option one and some sections of option two as more dangerous goods destinations 

are located in the north half of the City. This option focused the dangerous good routes on the 

perimeter roads around the City from Option one and utilizes the interior roads within the north sector 

of the City as shown in Option two. This option uses the western portion of 44 Street from the west 

city limit to 75 Avenue and the eastern portion of 44 Street from the east city limit to 40 Avenue. This 

option also only uses the southern portion of 50 Avenue from the south City limit to 12 Street. This 

option then uses 12 Street, 75 Avenue, 40 Avenue and 67 Street as routes around the City. In 

addition, this option uses the norther segment of 50 Avenue from the north City limit to 52 Street. This 

option uses segments of 62 Avenue and 40 Avenue from 44 Street to 52 Street as well as 52 Street 

from 62 Avenue to 40 Avenue to create a route around the central business district. This options also 

includes the extension of dangerous goods routes along 75 Avenue, 40 Avenue and 67 Street to the 

north, west and east City limits. This option was created to route dangerous goods around the City 

while providing more direct access to the northwest where the majority of the dangerous goods 

originate or are destined for.  

 

Option Four 

Option four uses the most routes out of the dangerous goods routes options. This option combines 

the dangerous good routes on the perimeter roads around the City from Option one and utilizes all 

the interior routes within the City from Option two. This option uses the full continuity of 44 Street 

(Highway 16) from the west city limit to the east city limit and the southern half of 50 Avenue 

(Highway 17) from the south City limit to 44 Street (Highway 16). This option then uses 12 Street, 75 

Avenue, 40 Avenue and 67 Street as routes around the City. In addition, this option uses the norther 

segment of 50 Avenue (Highway 17) from the north City limit to 52 Street. This option uses segments 

of 62 Avenue and 40 Avenue from 44 Street (Highway 16) to 52 Street as well as 52 Street from 62 

Avenue to 40 Avenue to create a route around the central business district. This options also includes 

the extension of dangerous goods routes along 75 Avenue, 40 Avenue and 67 Street to the north, 

west and east City limits. This option was created to allow direct access within the City and allow 

dangerous goods passing through to quickly enter and exit the City limits.  

 

4.4 Restricted Roadways and Potential Storage Locations 

During the development of route options additional information was required on restricted roadways 

and potential truck storage locations. The following section describes the process used for 

establishing the type of restricted roadways and locations for potential truck storage.  

 

4.4.1 Restricted Roadways  

While developing the truck route and dangerous goods route options it was noted that there were 

some roadways that received conflicting feedback from the public and industry stakeholders. As an 

example, 50 Avenue between 52 Street and 57 Street has residential houses fronting onto the 

roadway which industry indicated that 50 Avenue is the most direct route north from the bulk fuel 

station on 52 Street while residents indicated a desire to not have trucks use the roadway. A 

restricted route was a potential solution for this section of 50 Avenue as a restriction would limit when 

trucks could use the route.  
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The other locations where restricted truck routes were suggested are College Drive and 51 Street 

between 55 Avenue and 50 Avenue. 51 Street has commercial businesses along the north side and 

houses fronting onto the street on the south side. Providing 51 Street as a truck route limits trucks to 

that specific roadway instead of taking any route through the residential neighborhood to reach the 

commercial destinations. College Drive was suggested as a restricted route to provide an additional 

route in case other routes are congested or closed for a period of time. Additionally, College Drive 

allows northbound trucks to use that route to access the northwest and does not require them to go 

through the commercial area along 50 Avenue which would alleviate some of the congestion along 50 

Avenue.  

 

During the jurisdiction review it was noted that different municipalities use different time of day and 

day of the week restrictions. The lack of consistency among other municipalities restrictions allows 

the City of Lloydminster to select a restriction that best fits the industries within the City. Day of the 

week restrictions could exclude weekends or only Sundays and require the trucks find alternate 

routes Saturdays and/or Sundays. The time of day restrictions could restrict trucks to overnight, only 

business hours, or not in the late evening. The following restrictions are time of day restrictions that 

were found in other municipalities during the jurisdiction review. 

¶ 22:00 to 07:00 

¶ 07:00 to 19:00 

¶ 07:00 to 23:00 

 

During the stakeholder meetings, industry representatives were asked what type of restriction would 

work within the City of Lloydminster. Since industry works seven days a week it was noted that a day 

of the week restriction may not work within the municipal boundaries. A restriction similar to 07:00 to 

23:00 would reduce the number of trucks using the roadway while residents are home in the evenings 

and overnight. Initially 51 Street between 50 Avenue to 55 Avenue and 50 Avenue between 57 Street 

and 52 Street was suggested as restricted to Monday through Saturday between 06:00 to 23:00 and 

College Drive as restricted to Monday through Friday between 07:00 and 19:00. The feedback 

received from the City indicated a desire to only restrict the time of day and not the day of the week. 

The restrictions were then updated to be 06:00 to 22:00 for all restricted routes within the City to 

ensure standardization from a connections and enforcement perspective as well as to provide 

maximum flexibility during business hours while restricting truck activity during the late evening and 

overnight hours. 

 

4.4.2 Potential Storage Locations  

Potential storage locations were also investigated as part of the project. Currently the Husky truck 

stop located along 44 Street is where most trucks park if they have to stay overnight in the City. 

During the first phase of engagement the City and the public noted that there are often trucks parked 

in residential neighborhoods or in alleys behind hotels (along 43 Street west of 40 and 41 Avenues). 

Potential storage locations would provide the City a designated area where trucks could stop and 

park if they need to stay overnight in Lloydminster.  

 

As part of the second phase of engagement stakeholders were asked where a potential storage 

location could be. Stakeholders noted that the Husky truck stop is used frequently due to its proximity 

to amenities. No other locations around the City were identified by stakeholders as potential storage 

locations as most local businesses use their own industrial yards for truck storage.  
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Based on the land use, private commercial parcels in the City could be used as storage locations as 

well as continuing to use the Huskey Truck Stop. No alternative truck storage locations were 

identified at that time. 

 

It is noted however that in the jurisdiction review other municipalities had included truck storage lots 

on the periphery of the City. As such should it be desired to include formal truck storage/parking 

location opportunities exist in the east industrial area off 47 Street as well as just east of the east city 

limit on 35 Avenue and 44 Street. There are locations of undeveloped land outside the east city limit 

on 35 Avenue and 44 Street which can be seen in Figure 4.1 below. In addition, on the west side of 

the City potential opportunities exist north of 44 Street between 62 Avenue and the west city limit as 

shown in Figure 4.1 below. 

 

 

Figure 4.1: Potential Truck Storage Locations 

 

 

  
























































































